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TRANSFORMATION ON CURRENT BLOCK OF PICTURE

!

INDIVIDUALLY SELECY SYMMETRIC OR ASYMMETRIC
INTERPQLATION FILTER ACCORDING T0Q SUB-PEL-UNIT
INTERFOLATION LOCATION, GENERATE AT LEAST ONE

SUB-PEL-UNIT PIXEL VALUE BY INTERPOLATING 1470
INTEQER-PEL-UNIT PIXEL VALUES BY USING SELECTED
INTERPGLATION FILTER, AND THUS PERFORM
PREDICTION DECCDING

!

RESTORE RICTURE -— 1480

-~ 1460

END
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FIG. 15

RESCLUTION: 13201080
MAXIMUM SIZE OF
CODBING UNIT: 64

64 64 32 52 315 MAXIMUM DEPTH=2
64 64 5 i
’ 22 ) Py M
e . Q\‘_B — 310
54X64 £4x32 32x64 3232 S
32 32 16 18 . RESOLUTION 19201080
, D} MAXIMUM SIZE OF
- - 16 {1 CODING UNIT:64
6 | | MAXIMUM DEPTH=3
Ex32  Exi6  i6x3z  1oxi6 | |
b — 320
16 16 8 8 —
8 o b
16 . 16 o
.1 RESOLUTION:332x288
T6x16  16x8 816 8X8 | MAXIMUM SIZE OF
.| CODING UNIT:18
-1 MAXIMUM DEPTH=1
8 2 A 4 Lo
4 _
8 T - 330
° 4 i o
6x8 84 4x5 XAy -
335 395



US 9,313,522 B2

Sheet 18 of 27

Apr. 12,2016

U.S. Patent

HAZLLNYAD HINHOANYHL LIND
4S03ANI JSHIAN: ONIYIO 1630
aor E 08y
HI0ONT . HOLYSNIAACO | | N onesLi
%mimbmti AdCHIN HAZUNYAC NOLOW 4001
555 0Gh are 52y 08y
——— I
AN LIS JONZHI-3H
HANYOINYY | NOLOA L W =
0g A 467
0003 IPvHS
m\ VHIN] IN3HEND
_ T i
a0y 017 507
91 "Did




US 9,313,522 B2

Sheet 19 of 27

Apr. 12,2016

U.S. Patent

W
FATHA
HOLYSENZAWN0D ANIHA4TY
S LN NOLLOW
{19¢
HOLOH03dd LINDY HNT SNIEZ = ANV
YN YHIN: ONIHGOT1E3A 4007 " (3Y0LS3Y
{
0&% 045 08S 66
HIWHO4SNYY L HAZLNVID {40004 - T O
SHIANI SHAANI AdOHIN HISHYd e M3
- : i
ore” 0es” Gas 015G Gas
008 M\
L1 "DI4



U.S. Patent Apr. 12,2016 Sheet 20 of 27 US 9,313,522 B2

FIG. 18
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FIG. 19
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FI1G. 26

SPLIT CURRENT PICTURE INTO MAXIMUM CODING UNIT,
INDIVIEUALLY SELECT SYMMETRIC OR ASYMMETRIC
INTERPOLATION FILTER ACCORDING TO SUB-PEL-UNIT
INTERPOLATION LOCATION, PERFORM MCTION PREDICTION ON |
MAXIMUM CODING UNIT BY USING SELECTED INTERPGLATION
FILTER. DETERMINE CODING UNITS HAVING TREE STRUCTURE,
AND ENCODE PICTURE BASED ON QETERMINED DATA UNITS
ACCORDING TC MAXIMUM CODING UNIT

!

QUTPUT ENCCDED PICTURE AND ENCODING INFOCRMATION
ACCORDING TO MAXIMUM CODING UNIT

FIG. 27

RECEIVE BITSTREAM OF ENCODED VIDEQ -~ 2710

t

EXTRACT ENCODING INFORMATION OF CODING UNITS
HAVING TREE STRUCTURE AND ENCODED PICTURE 2720
DATA ACCORDING TO MAXIMUM CODING UNIT

!

INDIVIDUALLY SELECT SYMMETRIC OR ASYMMETRIC
INTERPOLATION FILTER ACCORDING TG SUB-PEL-UNIT
INTERPOLATION LOCATION, PERFORM MOTION COMPENSATION

BY USING SELECTED INTERPOLATION FILTER, AND THUS L~ 2730
DECCDE ENCODED PICTURE DATA ACCORDING TC CODING
UNITS INCLUDED IN CURRENT MAXIMUM CODING UNIT
AND HAVING TREE STRUCTURE
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METHOD FOR IMAGE INTERPOLATION
USING ASYMMETRIC INTERPOLATION
FILTER AND APPARATUS THEREFOR

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 14/130,157 filed on Jan. 14, 2014, which is a national
stage entry of International Application No. PCT/KR2012/
005135, filed on Jun. 28, 2012, and which claims the benefit
of'U.S. Provisional Application No. 61/502,056, filed on Jun.
28,2011, in the U.S. Patent and Trademark Office the disclo-
sures of which are incorporated herein by reference in their
entireties.

FIELD

Exemplary embodiments relate to prediction encoding
using motion compensation.

BACKGROUND ART

In typical image encoding and decoding methods, in order
to encode an image, one picture is split into macro blocks.
After that, prediction encoding is performed on each macro
block by using inter prediction or intra prediction.

Inter prediction refers to a method of compressing an
image by removing temporal redundancy between pictures
and its representative example is motion estimation encoding.
In motion estimation encoding, each block of a current pic-
ture is predicted by using at least one reference picture. A
reference block that is most similar to a current block is found
within a predetermined search range by using a predeter-
mined evaluation function.

A current block is predicted based on a reference block,
and a residual block obtained by subtracting from the current
block a prediction block generated as a prediction result is
encoded. In this case, in order to more accurately perform
prediction, interpolation is performed on a range of searching
the reference picture, sub-pel-unit pixels smaller than integer-
pel-unit pixels are generated, and inter prediction is per-
formed on the generated sub-pel-unit pixels.

SUMMARY

Exemplary embodiments provide a method and apparatus
for determining filter coefficients of a symmetric or asym-
metric interpolation filter so as to generate a sub-pel-unit
pixel by interpolating integer-pel-unit pixels.

According to an aspect of one or more exemplary embodi-
ments, there is provided an image interpolation method which
is performable by using a transformation-based interpolation
filter, the method including selecting, from among a plurality
of interpolation filters, and based on a sub-pel-unit interpola-
tion location in a region which is supported by the plurality of
interpolation filters which are configured for generating at
least one sub-pel-unit pixel value located between integer-
pel-unit pixels, one of a symmetric interpolation filter and an
asymmetric interpolation filter; and using the selected inter-
polation filter to generate the at least one sub-pel-unit pixel
value by interpolating the integer-pel-unit pixels.

In order to efficiently perform image interpolation, from
among a plurality of interpolation filters which are configured
for generating a sub-pel-unit pixel value, an interpolation
filter is variably selected based on a sub-pel-unit interpolation
location. The interpolation filter may be an odd- or even-
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number-tap interpolation filter in order to perform sub-pel-
unit interpolation. The interpolation filter may be selected as
a symmetric interpolation filter or as an asymmetric interpo-
lation filter, based on an interpolation location.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a block diagram of an image interpolation appa-
ratus, according to an exemplary embodiment;

FIG. 2 is a diagram which illustrates a relationship between
an integer-pel unit and a sub-pel unit;

FIG. 3 is a diagram which illustrates adjacent integer-pel-
unit pixels to be referred to so as to determine a sub-pel-unit
pixel value, according to an exemplary embodiment;

FIGS. 4A, 4B, and 4C are diagrams which illustrate
examples of integer-pel-unit pixels to be referred to so as to
determine a sub-pel-unit pixel value, according to an exem-
plary embodiment;

FIG. 5A is a diagram which illustrates an interpolation
filtering method using reference pixels asymmetrically
located with respect to an interpolation location in order to
determine a sub-pel-unit pixel value, according to an exem-
plary embodiment;

FIG. 5B is a diagram which illustrates an interpolation
method using an interpolation filter including an odd number
of filter coefficients in order to determine a sub-pel-unit pixel
value, according to an exemplary embodiment;

FIG. 6 is a graph of a smoothing factor based on a smooth-
ing parameter of a smoothed interpolation filter, according to
an exemplary embodiment;

FIG. 7 is an amplitude frequency response graph of inter-
polation filters, according to an exemplary embodiment;

FIG. 8 is a flowchart which illustrates an image interpola-
tion method, according to an exemplary embodiment;

FIGS. 9A, 9B, 9C, and 9D respectively show filter coeffi-
cients of 3-tap through 6-tap interpolation filters determined
based on an interpolation location and a window filter size,
according to exemplary embodiments;

FIGS. 10A, 10B, and 10C respectively show filter coeffi-
cients of 7-tap interpolation filters determined based on an
interpolation location and a window filter size, according to
exemplary embodiments;

FIGS. 11A, 11B, and 11C respectively show filter coeffi-
cients of 8-tap interpolation filters determined based on an
interpolation location and a window filter size, according to
exemplary embodiments;

FIGS. 12A and 12B respectively show filter coefficients of
a regularized luma interpolation filter and a regularized
chroma interpolation filter, according to exemplary embodi-
ments;

FIG. 13A is ablock diagram of a video encoding apparatus
using an interpolation filter, according to an exemplary
embodiment;

FIG. 13B is a block diagram of a video decoding apparatus
using an interpolation filter, according to an exemplary
embodiment;

FIG. 14A is a flowchart which illustrates an image encod-
ing method using an interpolation filter, according to an
exemplary embodiment.

FIG. 14B is a flowchart which illustrates an image decod-
ing method using an interpolation filter, according to an
exemplary embodiment.

FIG. 15 is a diagram which illustrates a concept of coding
units, according to an exemplary embodiment;

FIG. 16 is a block diagram of an image encoder based on
coding units, according to an exemplary embodiment;
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FIG. 17 is a block diagram of an image decoder based on
coding units, according to an exemplary embodiment;

FIG. 18 is a diagram which illustrates deeper coding units
according to depths and partitions, according to an exemplary
embodiment;

FIG. 19 is a diagram which illustrates a relationship
between a coding unit and transformation units, according to
an exemplary embodiment;

FIG. 20 is a diagram which illustrates encoding informa-
tion of coding units which correspond to a coded depth,
according to an exemplary embodiment;

FIG. 21 is a diagram of deeper coding units according to
depths, according to an exemplary embodiment;

FIGS. 22, 23, and 24 are diagrams which illustrate a rela-
tionship between coding units, prediction units, and transfor-
mation units, according to an exemplary embodiment;

FIG. 25 is a diagram which illustrates a relationship
between a coding unit, a prediction unit or a partition, and a
transformation unit, according to coding mode information of
Table 1;

FIG. 26 is a flowchart which illustrates a video encoding
method using an interpolation filter based on coding units
having a tree structure, according to an exemplary embodi-
ment; and

FIG. 27 is a flowchart which illustrates a video decoding
method using an interpolation filter based on coding units
having a tree structure, according to an exemplary embodi-
ment.

DETAILED DESCRIPTION

According to an aspect of one or more exemplary embodi-
ments, there is provided an image interpolation method which
is performable by using a transformation-based interpolation
filter, the method including selecting, from among a plurality
of interpolation filters, and based on a sub-pel-unit interpola-
tion location in a region which is supported by the plurality of
interpolation filters which are configured for generating at
least one sub-pel-unit pixel value located between integer-
pel-unit pixels, one of a symmetric interpolation filter and an
asymmetric interpolation filter; and using the selected inter-
polation filter to generate the at least one sub-pel-unit pixel
value by interpolating the integer-pel-unit pixels.

The symmetric interpolation filter may include the same
number of filter coefficients on both sides of the interpolation
location in a region which is supported by the symmetric
interpolation filter, and the asymmetric interpolation filter
may include different numbers of filter coefficients on either
side of the interpolation location in a region which is sup-
ported by the asymmetric interpolation filter.

The generating of the at least one sub-pel-unit pixel value
may include, if the asymmetric interpolation filter is selected,
performing filtering by using filter coefficients of the asym-
metric interpolation filter to support integer-pel-unit pixels
asymmetrically located at both sides of the interpolation loca-
tion in a region supported by the asymmetric interpolation
filter; and, if the symmetric interpolation filter is selected,
performing filtering by using filter coefficients of the sym-
metric interpolation filter to support integer-pel-unit pixels
symmetrically located at both sides of the interpolation loca-
tion in a region supported by the symmetric interpolation
filter.

The generating of the at least one sub-pel-unit pixel value
may include, if an asymmetric odd-number-tap interpolation
filter which includes an odd number of filter coefficients is
selected from among the plurality of interpolation filters,
performing filtering by using the odd number of filter coeffi-
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cients of the asymmetric odd-number-tap interpolation filter
to support an odd number of integer-pel-unit pixels located on
both sides of the interpolation location in a region supported
by the asymmetric odd-number-tap interpolation filter; and, if
a symmetric even-number-tap interpolation filter which
includes an even number of filter coefficients is selected from
among the plurality of interpolation filters, performing filter-
ing by using the even number of filter coefficients of the
symmetric even-number-tap interpolation filter to support an
even number of integer-pel-unit pixels located on both sides
of the interpolation location in a region supported by the
symmetric even-number-tap interpolation filter.

Each of the interpolation filters may include, in order to
interpolate the integer-pel-unit pixels in a spatial domain,
filter coefficients which are obtained by combining a filter
which uses a plurality of basis functions for transformation
and inverse transformation, and at least one of an asymmetric
window filter and a symmetric window filter.

The selecting of the interpolation filter may include select-
ing, from among the plurality of interpolation filters, an inter-
polation filter which is regularized in order to minimize a
frequency response error generated as an interpolation result
using the selected interpolation filter, and the regularized
interpolation filter may include at least one of i) a Y4-pel-unit
interpolation filter including 7-tap filter coefficients {-1, 4,
-10, 58,17, -5, 1} and having a window size of 8.7, and ii) a
Va-pel-unit interpolation filter including 8-tap filter coeffi-
cients {-1, 4, =11, 40, 40, 11, 4, -1} and having a window
size of 9.5.

According to another aspect of one or more exemplary
embodiments, there is provided an image interpolation appa-
ratus which uses a transformation-based interpolation filter,
the apparatus including a filter selector which is configured
for selecting, from among a plurality of interpolation filters
and based on a sub-pel-unit interpolation location in a region
which is supported by the plurality of interpolation filters
which are configured for generating at least one sub-pel-unit
pixel value located between integer-pel-unit pixels, one of a
symmetric interpolation filter and an asymmetric interpola-
tion filter; and an interpolator which is configured for gener-
ating the at least one sub-pel-unit pixel value by using the
selected interpolation filter to interpolate the integer-pel-unit
pixels.

According to another aspect of one or more exemplary
embodiments, there is provided a video encoding apparatus
which uses an image interpolation filter, the apparatus includ-
ing an encoder which is configured for selecting, for each
block of an input picture, from among a plurality of interpo-
lation filters and based on a sub-pel-unit interpolation loca-
tion in a region supported by the plurality of interpolation
filters which are configured for generating at least one sub-
pel-unit pixel value located between integer-pel-unit pixels,
one of a symmetric interpolation filter and an asymmetric
interpolation filter, generating the at least one sub-pel-unit
pixel value by using the selected interpolation filter to inter-
polate the integer-pel-unit pixels, performing prediction
encoding, and performing transformation and quantization
on a prediction result based on the prediction encoding; an
output component which is configured for outputting a bit-
stream generated by performing entropy encoding on quan-
tized transformation coefficients and encoding information;
and a storage component which is configured for storing
respective filter coefficients of the plurality of interpolation
filters.

According to another aspect of one or more exemplary
embodiments, there is provided a video decoding apparatus
which uses an image interpolation filter, the apparatus includ-
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ing a receiver and extractor which are configured for receiv-
ing an encoded bitstream of a video, performing entropy
decoding and parsing, and extracting encoding information
and encoded data of a picture of the video; a decoder which is
configured for performing inverse quantization and inverse
transformation on quantized transformation coefficients of
the encoded data of a current block of the picture, selecting,
from among a plurality of interpolation filters and based on a
sub-pel-unit interpolation location in a region supported by
the plurality of interpolation filters which are configured for
generating at least one sub-pel-unit pixel value located
between integer-pel-unit pixels, one of a symmetric interpo-
lation filter and an asymmetric interpolation filter, generating
the at least one sub-pel-unit pixel value by using the selected
interpolation filter to interpolate the integer-pel-unit pixels,
and performing prediction decoding in order to restore the
picture; and a storage component which is configured for
storing respective filter coefficients of the plurality of inter-
polation filters.

According to another aspect of one or more exemplary
embodiments, there is provided a non-transitory computer
readable recording medium having recorded thereon a pro-
gram for executing the above method.

In the following description, an ‘image’ may comprehen-
sively refer to a moving image such as a video, and/or a still
image.

Interpolation using an asymmetric interpolation filterand a
symmetric interpolation filter in consideration of smoothing,
according to an exemplary embodiment, is disclosed with
reference to FIGS. 1 through 12B. Also, video encoding and
decoding using an asymmetric interpolation filter and a sym-
metric interpolation filter, according to an exemplary embodi-
ment, are disclosed with reference to FIGS. 13 A through 27.
More particularly, video encoding and decoding using an
asymmetric interpolation filter and a symmetric interpolation
filter based on coding units having a tree structure, according
to an exemplary embodiment, are disclosed with reference to
FIGS. 15 through 25.

Interpolation using an asymmetric interpolation filterand a
symmetric interpolation filter in consideration of smoothing,
according to an exemplary embodiment, will now be
described in detail with reference to FIGS. 1 through 12B.

FIG. 1 is a block diagram of an image interpolation appa-
ratus 10, according to an exemplary embodiment.

The image interpolation apparatus 10 using symmetric and
asymmetric interpolation filters includes a filter selector 12
and an interpolator 14. Operations of the filter selector 12 and
the interpolator 14 of the image interpolation apparatus 10
may be cooperatively controlled by a video encoding proces-
sor, a central processing unit (CPU), and a graphic processor.

The image interpolation apparatus 10 may receive an input
image and may generate sub-pel-unit pixel values by inter-
polating integer-pel-unit pixels. The input image may include
any one or more of a picture sequence, a picture, a frame,
and/or blocks of a video.

The filter selector 12 may variably select an interpolation
filter for generating at least one sub-pel-unit pixel value
located between integer-pel units, based on a sub-pel-unit
interpolation location.

The interpolator 14 may interpolate integer-pel-unit pixels
adjacent to the sub-pel-unit interpolation location by using
the interpolation filter selected by the filter selector 12,
thereby generating sub-pel-unit pixel values. Interpolation
filtering of integer-pel-unit pixels to generate sub-pel-unit
pixel values may include interpolation filtering of integer-pel-
unit reference pixel values including integer-pel-unit pixels
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adjacent to the sub-pel-unit interpolation location in a region
supported by the interpolation filter.

The interpolation filter may include filter coefficients for
transforming integer-pel-unit reference pixels based on a plu-
rality of basis functions, and for inversely transforming a
plurality of coefficients generated as a transformation result.

The interpolation filter may be a one-dimensional filter or
a two-dimensional filter. If the selected interpolation filter is
a one-dimensional filter, the interpolator 14 may continu-
ously perform filtering by using one-dimensional interpola-
tion filters in two or more directions, thereby generating a
current sub-pel-unit pixel value.

The filter selector 12 may individually select an interpola-
tion filter based on the sub-pel-unit interpolation location.
The interpolation filter may include a symmetric interpola-
tion filter which includes the same numbers of filter coeffi-
cients on both sides of an interpolation location in a region
supported by the symmetric interpolation filter, and an asym-
metric interpolation filter which includes different numbers
of filter coefficients on either side of an interpolation location
in a region supported by the asymmetric interpolation filter.
The filter selector 12 may individually select a symmetric
interpolation filter and an asymmetric interpolation filter
based on the sub-pel-unit interpolation location.

For example, a 7-tap interpolation filter may include three
filter coefficients and four filter coefficients on either side of
an interpolation location in a region supported by the 7-tap
interpolation filter. In this case, the 7-tap interpolation filter
may be regarded as an asymmetric interpolation filter.

For example, an 8-tap interpolation filter may include four
filter coefficients on each side of an interpolation location in
a region supported by the 8-tap interpolation filter. In this
case, the 8-tap interpolation filter may be regarded as a sym-
metric interpolation filter.

Ifthe filter selector 12 selects an asymmetric interpolation
filter, the interpolator 14 may perform filtering on integer-pel-
unit pixels which are asymmetrically located with respect to
an interpolation location. Conversely, if a symmetric interpo-
lation filter is selected, the interpolator 14 may perform fil-
tering on integer-pel-unit pixels which are symmetrically
located with respect to an interpolation location.

The interpolation filter may include an asymmetric odd-
number-tap interpolation filter which includes an odd number
of filter coefficients, and a symmetric even-number-tap inter-
polation filter which includes an even number of filter coef-
ficients. The filter selector 12 may individually select an
asymmetric odd-number-tap interpolation filter and a sym-
metric even-number-tap interpolation filter based on the sub-
pel-unit interpolation location. For example, a V2-pel-unit
interpolation filter and a Y4-pel-unit interpolation filter may
be individually and variably selected. Thus, an 8-tap interpo-
lation filter, i.e., a symmetric even-number-tap interpolation
filter, may be selected as the 2-pel-unit interpolation filter,
and a 7-tap interpolation filter, i.e., an asymmetric odd-num-
ber-tap interpolation filter, may be selected as the V4-pel-unit
interpolation filter.

In order to interpolate integer-pel-unit pixels in a spatial
domain, each interpolation filter may be obtained by combin-
ing filter coefficients for performing transformation and
inverse transformation by using a plurality of basis functions,
and window filter coefficients for performing low pass filter-
ing.

The interpolation filter may be generated based on a win-
dow filter that is asymmetric with respect to an interpolation
location or a window filter that is symmetric with respect to an
interpolation location.
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The asymmetric interpolation filter may also be generated
by combining a filter for performing transformation and
inverse transformation based on a plurality of basis functions
with an asymmetric window filter.

If an odd-number-tap interpolation filter is selected, the
interpolator 14 may perform filtering on an odd number of
integer-pel-unit pixels located with respect to an interpolation
location, by using an odd number of filter coefficients of the
odd-number-tap interpolation filter.

If an even-number-tap interpolation filter is selected, the
interpolator 14 may perform filtering on an even number of
integer-pel-unit pixels located with respect to an interpolation
location, by using an even number of filter coefficients of the
even-number-tap interpolation filter.

The odd-number-tap interpolation filter may include dif-
ferent numbers of filter coefficients on either side of an inter-
polation location in a corresponding supporting region and
thus may be an asymmetric interpolation filter. The even-
number-tap interpolation filter may be a symmetric interpo-
lation filter which includes the same number of filter coeffi-
cients on both sides of an interpolation location in a
corresponding supporting region.

The filter selector 12 may select an interpolation filter
which is regularized in order to minimize a frequency
response error generated as an interpolation result when using
the interpolation filter. For example, the regularized interpo-
lation filter may include at least one of i) a Y4-pel-unit inter-
polation filter including 7-tap filter coefficients {-1, 4, -10,
58, 17, -5, 1} and having a window size of 8.7, and ii) a
Va-pel-unit interpolation filter including 8-tap filter coeffi-
cients {-1, 4, =11, 40, 40, -11, 4, -1} and having a window
size of 9.5.

Further, the filter selector 12 may individually and variably
select an interpolation filter based on color components. For
example, the regularized interpolation filter for luma pixels
may be determined as a %4-pel-unit 7-tap interpolation filter
and a Y2-pel-unit 8-tap interpolation filter. The regularized
interpolation filter for chroma pixels may be determined as
Vs-pel-unit, Y4-pel-unit, and Y2-pel-unit 4-tap interpolation
filters.

The determined regularized interpolation filter for chroma
pixels may include i) a Ys-pel-unit interpolation filter includ-
ing 4-tap filter coefficients {-2, 58, 10, -2} for a % interpo-
lation location and having a smoothness 0f 0.012, ii) a 4-pel-
unit interpolation filter including 4-tap filter coefficients {-4,
54, 16, -2} for a V4 interpolation location and having a
smoothness of 0.016, iii) a Ys-pel-unit interpolation filter
including 4-tap filter coefficients {-6, 46, 28, -4} for a 3
interpolation location and having a smoothness of 0.018, and
iv) a V2-pel-unit interpolation filter including 4-tap filter coef-
ficients {-4, 36, 36, -4} for a ¥ interpolation location and
having a smoothness of 0.020.

The interpolation filter may be a mirror-reflective symmet-
ric filter in which a filter coefficient f(a) of an the interpola-
tion location o and a filter coefficient f,(1-a) of an interpo-
lation location (1-ct) may be the same.

The V4-pel-unit interpolation filter for luma pixels may be
a mirror-reflective symmetric filter. Accordingly, an interpo-
lation filter for a ¥4 interpolation location and an interpolation
filter for a %4 interpolation location may include symmetri-
cally the same coefficients. If a Y4-pel-unit 7-tap luma inter-
polation filter includes filter coefficients {-1, 4, ~10, 58, 17,
-5, 1} of a Y interpolation location, it may include filter
coefficients {1, -5, 17, 58, =10, 4, -1} of a % interpolation
location.

The Y&-pel-unit interpolation filter for chroma pixels may
be a mirror-reflective symmetric filter. Accordingly, an inter-
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polation filter for a % interpolation location and an interpo-
lation filter for a 74 interpolation location may include sym-
metrically the same coefficients. Similarly, an interpolation
filter for a % interpolation location and an interpolation filter
for a % interpolation location may include symmetrically the
same coefficients. The interpolation filter may be determined
based on a transformation-based interpolation filter which
includes filter coefficients determined by using a plurality of
basis functions. Further, a smoothed interpolation filter modi-
fied from the transformation-based interpolation filter may be
used to perform filtering by varying its smoothness based on
the distance between an interpolation location and integer-
pel-unit pixels.

The smoothness of the smoothed interpolation filter may
be determined based on the distance between an interpolation
location and integer-pel-unit pixels. The interpolation filter
may include different filter coefficients which are based on
the sub-pel-unit interpolation location and its smoothness.

The smoothness of the smoothed interpolation filter may
also be determined based on the distance between an inter-
polation location and integer-pel-unit pixels adjacent to the
interpolation location.

Further, the interpolation filter may include filter coeffi-
cients for allowing integer-pel-unit reference pixels, which
are away from the interpolation location, to be smoothed.

The smoothed interpolation filter obtained by combining
filter coefficients for performing transformation and inverse
transformation and window filter coefficients for performing
low pass filtering may include filter coefficients for giving a
large weight to a integer-pel-unit reference pixel close to the
interpolation location and giving a small weight to a integer-
pel-unit reference pixel away from the interpolation location.

The smoothed interpolation filter may include filter coef-
ficients for smoothing integer-pel-unit reference pixels, trans-
forming the smoothed integer-pel-unit reference pixels by
using a plurality of basis functions, and inversely transform-
ing a plurality of coefficients generated as a transformation
result.

The smoothed interpolation filter may include different
filter coefficients which are determined based on its length
and based on the sub-pel-unit interpolation location and its
smoothness.

Further, the smoothed interpolation filter may include dif-
ferent filter coefficients which are determined based on a
scaling ratio as an interpolation result, and based on the
sub-pel-unit interpolation location, its smoothness, and its
length. The filter selector 12 may select a smoothed interpo-
lation filter of which filter coefficients are increased to inte-
gers. The interpolator 14 regularizes pixel values generated
by using the smoothed interpolation filter selected by the filter
selector 12.

Also, the filter selector 12 may variably select an interpo-
lation filter based on pixel characteristics. The interpolator 14
may generate sub-pel-unit pixel values by using the interpo-
lation filter which is selected based on pixel characteristics.

The interpolation filter which is selectable by the filter
selector 12 may include a smoothed interpolation filter and a
general interpolation filter that does not consider smoothing.
Thus, based on respective image characteristics, the filter
selector 12 may select a general interpolation filter that does
not consider smoothing at all.

For example, according to another exemplary embodi-
ment, the image interpolation apparatus 10 may perform
image interpolation by using different interpolation filters
based on color components.

According to another exemplary embodiment, the filter
selector 12 may variably select an interpolation filter based on
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the sub-pel-unit interpolation location and a color component
of a current pixel. According to another exemplary embodi-
ment, the interpolator 14 may interpolate integer-pel-unit
pixels by using the selected interpolation filter, thereby gen-
erating at least one sub-pel-unit pixel value.

For example, the filter selector 12 may variably determine
an interpolation filter for a luma component and an interpo-
lation filter for a chroma component.

In order to interpolate a chroma pixel, the filter selector 12
may select a smoothed interpolation filter having a greater
smoothness than that of an interpolation filter for a luma
pixel.

Further, in order to interpolate a chroma pixel, an interpo-
lation filter including filter coefficients determined based on a
smoothing parameter having a greater smoothness than that
of an interpolation filter for a luma pixel, or an interpolation
filter including filter coefficients combined with a window
filter for removing more high-frequency components than an
interpolation filter for a luma pixel may be selected.

In order to obtain a smooth interpolation result of a chroma
component, a smoothed interpolation filter obtained by com-
bining filter coefficients for performing transformation and
inverse transformation based on a plurality of basis functions,
and window filter coefficients for performing low pass filter-
ing, may be selected.

The image interpolation apparatus 10 may include a CPU
(not shown) for comprehensively controlling the filter selec-
tor 12 and the interpolator 14. Alternatively, the filter selector
12 and the interpolator 14 may be driven by individual pro-
cessors (not shown) and the processors may operate coopera-
tively with each other, thereby operating the whole image
interpolation apparatus 10. Alternatively, a processor (not
shown) outside the image interpolation apparatus 10 may
control the filter selector 12 and the interpolator 14.

The image interpolation apparatus 10 may include one or
more data storage units (not shown) for storing input/output
(I/O) data of the filter selector 12 and the interpolator 14. The
image interpolation apparatus 10 may also include a memory
controller (not shown) for controlling data I/O of the data
storage units (not shown).

The image interpolation apparatus 10 may include an addi-
tional processor which includes a circuit for performing
image interpolation. Alternatively, the image interpolation
apparatus 10 may include a storage medium on which an
image interpolation module is recorded, and the CPU may
call and drive the image interpolation module so as to perform
image interpolation.

Image interpolation is used to transform a low-quality
image into a high-quality image, to transform an interlaced
image into a progressive image, and/or to up-sample a low-
quality image into a high-quality image. Further, when a
video encoding apparatus encodes an image, a motion esti-
mator and compensator may perform inter prediction by
using an interpolated reference frame. The accuracy of inter
prediction may be increased by interpolating a reference
frame to generate a high-quality image, and performing
motion estimation and compensation based on the high-qual-
ity image. Similarly, when an image decoding apparatus
decodes an image, a motion compensator may perform
motion compensation by using an interpolated reference
frame, thereby increasing the accuracy of inter prediction.

In addition, the smoothed interpolation filter used by the
image interpolation apparatus 10 may obtain a smooth inter-
polation result by reducing high-frequency components in an
interpolation result using an interpolation filter. Because the
high-frequency components reduce the efficiency of image
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compression, the efficiency of image encoding and decoding
may also be improved by performing smoothness-adjustable
image interpolation.

Further, a symmetric interpolation filter in which filter
coefficients are symmetrically located with respect to an
interpolation location or an asymmetric interpolation filter in
which filter coefficients are asymmetrically located with
respect to an interpolation location may be selectively used.
Also, as an interpolation filter, an odd-number-tap interpola-
tion filter or an even-number-tap interpolation filter may be
selectively used based on an interpolation location. Accord-
ingly, the image interpolation apparatus 10 may perform
image interpolation filtering on integer-pel-unit pixels asym-
metrically located with respect to an interpolation location as
well as integer-pel-unit pixels symmetrically located with
respect to an interpolation location.

Interpolation using an interpolation filter obtained by com-
bining filter coefficients for performing transformation and
inverse transformation based on a plurality of basis functions
with window filter coefficients, according to exemplary
embodiments, will now be described in detail with reference
to FIGS. 2 through 7B.

FIG. 2 is a diagram which illustrates a relationship between
an integer-pel unit and a sub-pel unit.

Referring to FIG. 2, the image interpolation apparatus 10
generates pixel values of locations ‘x” by interpolating inte-
ger-pel-unit pixel values of locations ‘O’ of a predetermined
block 20 in a spatial domain. The pixel values of the locations
‘x” are sub-pel-unit pixel values of interpolation locations
determined by ax and aty. Although FIG. 2 illustrates that the
predetermined block 20 is a 4x4 block, it will be understood
by one of ordinary skill in the art that the block size is not
limited to 4x4 and may be greater or smaller than 4x4.

In video processing, a motion vector is used to perform
motion compensation and prediction on a current image.
According to prediction encoding, a previously decoded
image is referred to so as to predict a current image, and a
motion vector indicates a predetermined point of a reference
image. Therefore, a motion vector indicates an integer-pel-
unit pixel of a reference image.

However, a pixel to be referred to by a current image may
be located between integer-pel-unit pixels of a reference
image. Such a location is referred to as a sub-pel-unit loca-
tion. Because a pixel does not exist at a sub-pel-unit location,
a sub-pel-unit pixel value is merely predicted by using inte-
ger-pel-unit pixel values. In other words, a sub-pel-unit pixel
value is estimated by interpolating integer-pel-unit pixels.

A method for interpolating integer-pel-unit pixels will now
be described in detail with reference to FIGS. 3, 4A, 4B, and
4C.

FIG. 3 is a diagram which illustrates adjacent integer-pel-
unit pixels to be referred to so as to determine a sub-pel-unit
pixel value, according to an exemplary embodiment.

Referring to FIG. 3, the image interpolation apparatus 10
generates a sub-pel-unit pixel value 35 of an interpolation
location by interpolating integer-pel-unit pixel values 31 and
33 in a spatial domain. The interpolation location is deter-
mined by c.

FIGS. 4A, 4B, and 4C are diagrams which illustrate
examples of integer-pel-unit pixels to be referred to so as to
determine a sub-pel-unit pixel value, according to an exem-
plary embodiment.

Referring to FIG. 4A, in order to generate the sub-pel-unit
pixel value 35 by interpolating the two integer-pel-unit pixel
values 31 and 33, a plurality of adjacent integer-pel-unit
pixels values 37 and 39, including the integer-pel-unit pixel
values 31 and 33, are used. In other words, zero-th and first
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pixels may be interpolated by performing one-dimensional
interpolation filtering on 2M pixel values from an —(M-1)th
pixel value to an Mth pixel value.

Also, although FIG. 4A illustrates that pixel values in a
horizontal direction are interpolated, one-dimensional inter-
polation filtering may alternatively be performed by using
pixel values in a vertical or diagonal direction.

Referring to FI1G. 4B, a pixel value P(t) of an interpolation
location . may be generated by interpolating pixels P, 41 and
P, 43 that are adjacent to each other in a vertical direction.
When FIGS. 4A and 4B are compared, their interpolation
filtering methods are similar, and the only difference therebe-
tween is that pixel values 47 and 49 aligned in a vertical
direction are interpolated in FIG. 4B while the pixel values 37
and 39 aligned in a horizontal direction are interpolated in
FIG. 4A.

Referring to FIG. 4C, similarly, a pixel value 44 of the
interpolation location a is generated by interpolating two
adjacent pixel values 40 and 42. The only difference from
FIG. 4A is that pixel values 46 and 48 aligned in a diagonal
direction are used instead of the pixel values 37 and 39
aligned in a horizontal direction.

In addition to the directions shown in FIGS. 4A, 4B, and
4C, one-dimensional interpolation filtering may be per-
formed in various directions.

Interpolation filtering may be performed to interpolate
integer-pel-unit pixels for generating a sub-pel-unit pixel
value. The interpolation filtering may be represented by the
following equation.

POADD=Z 57, D

A pixel value p(x) is generated by performing interpolation
according to a dot product of a vector p of 2M integer-pel-unit
reference pixels {p, }={P_azs1s Porrros - - -+ Pos Prs - - - Past
and a vector f(x) of filter coefficients {f }={f ,,..,
foarens -« o5 foy T1s - o o, Tyt Because a filter coefficient f()
varies according to the interpolation location o and a pixel
value p(ct) obtained by performing interpolation is deter-
mined based on the filter coefficient f(a), a selected interpo-
lation filter, i.e., the determined filter coefficient f(x), greatly
influences the performance of interpolation filtering.

Image interpolation using transformation and inverse
transformation based on basis functions, and a method for
determining an interpolation filter, will now be described in
detail.

An interpolation filter using transformation and inverse
transformation initially transforms pixel values by using a
plurality of basis functions having different frequency com-
ponents. Transformation may include all types of transforma-
tion from pixel values in a spatial domain into coefficients in
a transformation domain, and may include discrete cosine
transformation (DCT). Integer-pel-unit pixel values are trans-
formed by using a plurality of basis functions. A pixel value
may include either or both of a luma pixel value and a chroma
pixel value. Basis functions are not limited to particular basis
functions, and may include all basis functions for transform-
ing pixel values in a spatial domain into pixel values in a
transformation domain. For example, a basis function may
include a cosine or sine function for performing DCT and
inverse DCT (IDCT). Alternatively, various basis functions,
such as a spline function and a polynomial basis function,
may beused. Also, DCT may include modified DCT (MDCT)
and/or MDCT with windowing.

The interpolation filter using transformation and inverse
transformation shifts phases of the basis functions used to
perform transformation and inversely transforms values of a
plurality of coefficients generated by using the phase-shifted
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basis functions, i.e., values in a transformation domain. As an
inverse transformation result, pixel values in a spatial domain
are output, and the output values may include pixel values of
an interpolation location.

Filter Coefficients Using Orthogonal Transformation
and Inverse Transformation Based on Orthogonal
Basis Functions

A case when the interpolator 14 performs interpolation
filtering using transformation and inverse transformation
based on orthogonal basis functions will now be described in
detail. In particular, DCT is described as an example of the
transformation.

For example, referring to FIG. 4A, in order to generate the
sub-pel-unit pixel value 35 by interpolating the two integer-
pel-unit pixel values 31 and 33, by using a plurality of adja-
cent integer-pel-unit pixels values 37 and 39 including the
integer-pel-unit pixel values 31 and 33, zero-th and first pixels
may be interpolated by performing one-dimensional DCT on
2M pixel values from an —(M-1)th pixel value to an Mth pixel
value, and performing one-dimensional IDCT based on
phase-shifted basis functions.

The interpolator 14 initially performs one-dimensional
DCT on integer-pel-unit pixel values. One-dimensional DCT
may be performed as represented in Equation 38.

[Equation 38]

- 2~ 1+ 2Mk
C":M Z p(z)cos(g]_

M
=—M+1

O<k=2M-1

p(D) represents the pixel values 37 and 39 from an —(M-1)th
pixel value to an Mth pixel value, and C, represents a plurality
of coefficients in a frequency domain, which are generated by
performing one-dimensional DCT on the pixel values 37 and
39. In this case, k is a positive integer that satisfies the above
condition of Equation 38.

After one-dimensional DCT is performed on the pixel val-
ues 37 and 39 by using Equation 38, the interpolator 14
performs inverse transformation on the coefficients as repre-
sented in Equation 39.

Co [Equation 39]

2M-1
P)= 5 +

Q-1 +2M)k7r)

C
kcos( V]

k=1

a represents an interpolation location between two pixel
values as illustrated in FIG. 13, and may have any of various
fractional values, such as, for example, V5, V4, %4, 5, 3%, %%, Vs,
Y16, etc. The fractional value is not limited to a particular
value, and ae may be a real value instead of a fractional value.
P(a) represents the sub-pel-unit pixel value 35 of the inter-
polation location o, which is generated as a one-dimensional
IDCT result.

When Equation 39 is compared to Equation 38, the phase
of a cosine function that is a basis function used to perform
IDCT is determined based on a fractional number o instead of
an integer I, and thus is different from the phase of a basis
function used to perform one-dimensional DCT. In particular,
the phase of each basis function used to perform inverse
transformation, i.e., a cosine function, is shifted according to
2. If the interpolator 14 performs IDCT based on the phase-
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shifted cosine functions according to Equation 39, the sub-
pel-unit pixel value 35 of the interpolation location a, i.e.,
P(a), is generated.
DCT according to Equation 38 is expressed by a determi-
nant represented in Equation 40.

C=DxREF [Equation 40]

Here, Cis a 2Mx1 matrix of the 2M coefficients described
above in relation to Equation 38, and REF is a 2Mx1 matrix
of the integer-pel-unit pixel values, i.e., P_g,, ), . . . Py, pixel
values, as described above in relation to Equation 38. The
number of integer-pel-unit pixel values used to perform inter-
polation, i.e., 2M, refers to the number of taps of a one-
dimensional interpolation filter. D is a square matrix for per-
forming one-dimensional DCT and may be defined as
represented in Equation 4.

1 ((21 -1+ ZM)kn] [Equation 4]
Dy =—cos| ————

M aMm
O<k=<2M-1
-M-D=l=sM

k and I are integers that satisfy the above conditions, and
D,, refers to a row k and a column I of the square matrix D for
performing DCT in Equation 40. M is the same as that of
Equation 40.

IDCT which is performed by using a plurality of phase-
shifted basis functions according to Equation 39 is expressed
by a determinant represented in Equation 5.

Pla)y=W(o)xC

Here, P(c) is the same as that of Equation 39, and W(a) is
a 1x2M matrix for performing one-dimensional IDCT by
using a plurality of phase-shifted basis functions and may be
defined as represented in Equation 6.

[Equation 5]

1 [Equation 6]
W, ==
o(@) 2
W B Qo —1+2M)krn
(@)= COS(T],
l<k=<2M-1

kis an integer that satisfies the above condition, and W, ()
refers to a column k of the matrix W(c) as described above in
relation to Equation 5. A filter F(a) for performing one-
dimensional DCT and one-dimensional IDCT using a plural-
ity of phase-shifted basis functions based on Equations 3 and
5 may be defined as represented in Equation 7.

P(a) = F(a) X REF [Equation 7]

2M -1

Fil@) = ) Wi@Dy

k=0
O<k=2M-1
-M-D=l=sM

k and I are integers that satisfy the above conditions, F, ()
refers to a column [ of F(at), and W(a) and D are the same as
those of Equation 40.
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Interpolation Filter Coefficients for Scaled
Interpolation

Various interpolation filter generation methods according
to an exemplary embodiment are based on an arithmetic
expression for generating a floating point number instead of
an integer, and absolute values of filter coefficients are usually
not greater than 1. In particular, a calculation result of a real
number instead of an integer may be generated by a sub-pel-
unit interpolation location .

The efficiency of integer-based calculation is greater than
that of floating-point-based calculation. As such, the image
interpolation apparatus 10 may improve the calculation effi-
ciency of interpolation filtering by scaling filter coefficients
into integers by using a scaling ratio. In addition, because a bit
depth of pixel values is increased, the accuracy of interpola-
tion filtering may also be improved.

The image interpolation apparatus 10 may multiply filter
coefficients f, (ct) by a predetermined value, and may perform
image interpolation by using large filter coefficients F, ().
For example, the filter coefficients F, (ct) may be scaled from
the filter coefficients f, (c) as represented in Equation 8.

F, (a)=int(f,,(0)-2")

For efficiency of calculation, the scaling ratio may be in the
form of 2”. n may be equal to zero or a positive integer. An
interpolation filtering result using filter coefficients scaled by
2" may have a bit depth scaled by n bits in comparison to a
result obtained by using original filter coefficients.

Integer calculation interpolation filtering using the scaled
filter coefficients F,, (o) may satisfy Equation 9. In particular,
after interpolation filtering is performed by using the scaled
filter coefficients F, (o), the scaled bit depth must be restored
to an original bit depth.

[Equation 8]

P(O)=(Z 7, MF,(0)-p,+offset)>>n [Equation 9]

In this case, an offset may be equal to 2°7*.

In particular, because an scaled filtering result using an
scaled interpolation filter must be reduced by a scaling ratio,
i.e., 2", so as to be restored to original bits, a bit depth of the
scaled filtering result may be reduced by n bits.

If two-step interpolation filtering is performed by perform-
ing one-dimensional interpolation filtering in a horizontal
direction and performing one-dimensional interpolation fil-
tering in a vertical direction, a reduction may be made by a
total of 2n bits. Accordingly, if a first one-dimensional inter-
polation filter is scaled by nl bits and a second one-dimen-
sional interpolation filter is scaled by n2 bits, after two-step
interpolation filtering is performed by using the first and
second one-dimensional interpolation filters, a reduction may
be made by a sum of nl and n2, i.e., 2n bits. The first one-
dimensional interpolation filter may be an interpolation filter
that is not scaled.

Because a sum of the filter coefficients f, (o) is equal to 1,
as expressed in Equation 10 below:

2 (=1

a condition for regularizing the filter coefficients F,,(a) of
the scaled interpolation filter must satisfy Equation 11.

[Equation 10]

2 M, ()=2" [Equation 11]

However, the regularization condition according to Equa-
tion 11 may cause a rounding error. The image interpolation
apparatus 10 may round offthe scaled filter coefficients F,, (o)
based on the regularization condition according to Equation
11. For regularization, some of the scaled filter coefficients
F, (o)) may be adjusted within a predetermined range of origi-
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nal values. For example, some of the scaled filter coefficients
F,,(ct) may be adjusted within a range of +1 in order to correct
a rounding error.

For an interpolation filter having an odd number of refer-
ence pixels or an asymmetric interpolation filter with respect
to an interpolation location, the interpolator 14 may change
an interpolation filter using transformation and inverse trans-
formation based on a plurality of basis functions.

Image interpolation which is performed by using an odd-
number-tap interpolation filter which includes an odd number
of filter coefficients as an interpolation filter using transfor-
mation and inverse transformation based on a plurality of
basis functions will be described below.

Asymmetric Interpolation Filter

FIG. 5A is a diagram which illustrates an interpolation
filtering method using reference pixels asymmetrically
located with respect to an interpolation location in order to
determine a sub-pel-unit pixel value, according to an exem-
plary embodiment.

It is assumed that, in order to calculate a pixel p(a) 50 of a
sub-pel-unit interpolation location a., left reference pixels 52
and right reference pixels 54 with respect to the interpolation
location o are used to perform interpolation filtering. The
number of the left reference pixels 52 is three and the number
of'the right reference pixels 54 is five. Because an odd number
of pixels are supported by the interpolation filtering, the left
and right reference pixels 52 and 54 are asymmetrically
located with respect to the interpolation location a.

As described above in relation to Equations 38 through 40
and 4 through 7, interpolation filtering is performed by using
2M integer-pel-unit reference pixels p_,,, 1, P_aziss - - - 5 Pos
Pis - - - » Pay Which are symmetrically distributed with respect
to the interpolation location c. That is, if reference pixels are
represented as p,, the range of an integer I is represented as
-M+1=I=M.

If the interpolation location « of Equations 38 through 40
and 4 through 7 is moved in parallel translation to a-h, filter
coefficients of an interpolation filter using reference pixels
asymmetrically located with respect to the interpolation loca-
tion a as illustrated in FIG. SA may be generated by using
Equations 38 through 40 and 4 through 7.

In particular, if the asymmetric left and right reference
pixels 52 and 54 are represented as p,, the range of an integer
1 is =M+1+h=<I=sM+h. In this case, M is 4 and h is 1. The
number of the left reference pixels 52 is one less than that in
a case when 2M reference pixels are symmetrically distrib-
uted with respect to the interpolation location .

The interpolation filter according to Equations 38 through
40 and 4 through 7 is a one-dimensional filter. In order to
perform two-dimensional filtering by using the one-dimen-
sional filter, interpolation filtering is performed in a vertical
direction and in a horizontal direction. In other words, one-
dimensional interpolation filtering is performed twice. From
among the performing of the one-dimensional interpolation
filtering two times, for performing motion compensation, the
second one-dimensional interpolation filtering uses a filter of
which the number of filter taps is increased by a half and the
first one-dimensional interpolation filtering is performed on
an expanded block.

When interpolation filtering is performed on a left bound-
ary of'a block, the block must be expanded leftward from the
left boundary. If a symmetric interpolation filter using 2M
reference pixels which are symmetrically located with
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respect to the interpolation location  is used, in order to
perform interpolation filtering, the block must be expanded
leftward by M pixels.

However, if an asymmetric interpolation filter using refer-
ence pixels which are asymmetrically located with respect to
the interpolation location a is used, in order to perform inter-
polation filtering, a filtering region must be expanded left-
ward of the block by M-h pixels. Similarly, ifh is a negative
direction, when interpolation filtering is performed on a right
boundary of a block, a filtering region must be expanded
rightward of the block by M+h pixels. In other words, if
interpolation filtering is performed on a boundary of'a block,
in comparison to a case when a symmetric interpolation filter
is used, when an asymmetric interpolation filter is used, a
region of the block to be expanded may be reduced. As such,
astorage space for storing pixel values of the expanded region
may be reduced, and the amount of calculation for expanding
the block may also be reduced.

Odd-Number-Tap Interpolation Filter

FIG. 5B is a diagram which illustrates an interpolation
method using an interpolation filter including an odd number
of filter coefficients in order to determine a sub-pel-unit pixel
value, according to an exemplary embodiment.

It is assumed that, in order to calculate a pixel p(a) 55 of a
sub-pel-unit interpolation location a, an interpolation filter
uses reference pixels {p_,, P_;, Pos P1s Do} The number of
reference pixels is five, i.e., an odd number, and three left
reference pixels 51 and two right reference pixels 53 with
respectto the interpolation location . may be referred to so as
to perform interpolation filtering.

Because the left and right reference pixels 51 and 53 are
asymmetrically located with respect to the interpolation loca-
tion o and the number of the right reference pixels 53 is less
than that of the left reference pixels 51, the interpolation filter
illustrated in FIG. 5B may be effective to perform interpola-
tion filtering on a right boundary of a block.

Initially, according to Equations 12 through 15 below, filter
coefficients {p(ct)} of an interpolation filter using reference
pixels {p;} in which the range of an integer I is -M+1<I<M-
1, and having a filter size Size (i.e., the number of filter taps)
of 2M-1 are determined.

[Equation 12]

Du 2 cos(nk(1+ Size/Z))

~ Size
-M+1l=sl=sM-1,
0 =<k =<Size-1

Size

nk( o +Size/2) ) [Equation 13]

W, =
k COS( Size
0<k=<Size-1

Size—1

Filter,( o« ) = Z W, Dy,
k=0

[Equation 14]

M-1

pl@)= > Filiewa),p

(==M+1

[Equation 15]

IfMisequalto 3, interpolation filter coefficients of F1G. 5B
may be determined according to Equation 15.

Alternatively, according to Equations 16 through 19 below,
filter coefficients {p(c)} of an interpolation filter using refer-
ence pixels {p,} in which the range of an integer I is
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-M+2=<I<M, and having a filter size Size (i.e., the number of
filter taps) of 2M-1 may be determined.

[Equation 16]

5

D 2 k(! + Size/2)
te= ECOS( Size ]
-M+2=<l=<M,

0<k=Size-1

[Equation 17]

W, = COS(ﬂk( oc +Size/2)]

Size

Size—1

Filter( o< ) = Z W, Dy
k=0

[Equation 18]

M [Equation 19]
pl@)= > Fileda)p

(=—M+2

Interpolation filtering using the filter coefficients deter-
mined according to Equation 19 may be performed on pixels
moved in parallel translation by one to the right from the
reference pixels of FIG. 5B.

In Equations 12 through 19, a is not limited to a value equal
to or greater than zero and equal to or less than one. In other
words, o. may have a value which is less than zero or greater
than one. Accordingly, based on Equations 12 through 19, an
odd-number-tap interpolation filter having an odd number of
filter taps may be obtained. Because the number of filter taps
is an odd number, interpolation filtering using the interpola-
tion filter may be performed on an odd number of reference
pixels.

The interpolation filter may also be obtained by combining
an interpolation filter using reference pixels which are asym-
metrically located with respect to an interpolation location,
and an odd-number-tap interpolation filter. That is, an inter-
polation filter for performing interpolation filtering on an odd
number of pixels which are asymmetrically located with
respect to an interpolation location is also available.

If'the center of reference pixels in Equations 12 through 15
is generalized, filter coefficients of an interpolation filter may
be induced according to Equations 20 and 21 below.

Momax [Equation 20]
Cy = Z Dy - pt
=My
[Equation 21]

(n-k-(Z-l—Z-Center+Size]

Dy = —
= Sige 2-Size

Here,M,, .. and M, ., respectively represent minimum and
maximum index values from among reference pixels, and
may represent the range of the reference pixels. Accordingly,
a filter size (i.e., “Size”) may be determined as M,,,,,—M,,,,..+
1. For example, in a 7-tap interpolation filter, if M,,,,.=3 and
M,,,,,=3, a central index (i.e. “Center”) of reference pixels

may be equal to zero. In other words, Center has an average
value of M,,,,., and M, ...

Also, ifa basis function for an interpolation filter according
to Equations 20 and 21 is represented as a basis function Wk
of a cosine transformation function, Equations 22 and 23
below are induced.
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Size-1 [Equation 22]
Pa = Z Wy - G

k=0
Wo = l : [Equation 23]

(n-k-(Z-w—Z-Center+ Size)]
W, = cos - 5
2-Size

1<k <Size-1

Accordingly, the interpolation filter may be an asymmetric
interpolation filter using reference pixels asymmetrically
located with respect to an interpolation location, and may
include an odd-number-tap interpolation filter of which the
number of filter coefficients is an odd number. As described
above in relation to Equations 38 through 40 and 4 through 7
above, the interpolation filter may also include a symmetric
interpolation filter and an even-number-tap interpolation fil-
ter.

In general, an odd-number-tap interpolation filter may be
an asymmetric interpolation filter. However, an even-num-
ber-tap interpolation filter may be either of a symmetric inter-
polation filter or an asymmetric interpolation filter. For
example, an 8-tap interpolation filter may be a symmetric
even-number-tap interpolation filter if it includes four filter
coefficients and four filter coefficients on each side of an
interpolation location in a region supported by the symmetric
even-number-tap interpolation filter, and may be an asym-
metric even-number-tap interpolation filter if it includes three
filter coefficients and five filter coefficients on each respective
side of an interpolation location in a region supported the
asymmetric even-number-tap interpolation filter.

The interpolation filter may include filter coefficients gen-
erated by adjusting the smoothness of a response of the inter-
polation filter based on an interpolation location.

A case in which a window filter is used to determine vari-
ous smoothed interpolation filters will now be described in
detail.

Smoothed Interpolation Filter Using Window Filter

A method for smoothing interpolation filter coetficients by
using a window filter will now be described in detail.

A window filter may use any one or more of a Hamming
window function, a cosine window function, an exponential
window function, a Hanning window function, a Blackman
window function, and a triangle window function. Although
cases when interpolation filters based on transformation and
inverse transformation are smoothed by using certain window
functions will be described below for convenience of expla-
nation, it will be understood by one of ordinary skill in the art
that, in addition to the described window functions, other
window functions having similar frequency responses may
also be used.

Window coefficients according to a Hamming window
function satisty Equation 24 below.

2nn [Equation 24]
w(n) = 0.54 — 0.46005(7), O<n=<N

In various window functions including the Hamming win-
dow function, an input n is symmetric with reference to N/2
and a frequency response is similar to that of'a low pass filter.
From among inputs of a window function, only an input
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covered by a window formed by the window function may be
output. A window size N may be set as a positive integer
greater than the length of an original interpolation filter. For
example, in order to apply a window function to an interpo-
lation filter for generating a sub-pel-unit pixel such as a %2 or
V4 pixel, the central location of the window function may be
moved by a %4 or 4 pixel. That is, because the central location
of'the window function is moved to an interpolation location,
the window function may be symmetric with respect to the
interpolation location.

For example, Equations 25 and 26 below show window
coefficients of Hamming window functions for %2-pel-unit
and Y4-pel-unit interpolation filters, respectively.

2n(N -1 [Equation 25]
wip(n) =0.54 - 0.46005—(— + n)

N\ 2

2m (2N -1 [Equation 26]
wia(n) = 0.54 — 0.46COSN(T + n)

Equation 27 below sequentially shows window coeffi-
cients of a Hamming window function, a cosine window
function, and an exponential window function as window
functions for interpolation filters, which are generalized
according to a sub-pel-unit interpolation location o .

2n /N tion 27
we(n) = 0.54 - 0.46cos(ﬁn(3 —a+ m)] (Equation 27]
_ oz)

wa(n) = exp{—fla—m)*}

we(n) = cos(n

By combining the window coefficients according to Equa-
tion 27 with an original interpolation filter f,(ct), smoothed
interpolation filter coefficients may be determined according
to Equation 28 below.

Tyl awo k) h=-M+1,... .M [Equation 28]

Because a smoothed interpolation filter is determined by
using a window filter, a weight of an interpolation filter coef-
ficient may be adjusted based on the distance between an
integer-pel-unit reference pixel and an interpolation location.
For example, a smoothed interpolation filter may be deter-
mined in such a way that, by a window function, from among
filter coefficients of an interpolation filter, a filter coefficient
for an integer-pel-unit reference pixel located far from an
interpolation location is greatly smoothed, and a filter coet-
ficient for an integer-pel-unit reference pixel located close to
the interpolation location is not greatly changed.

Further, if a smoothed interpolation filter is determined by
using a window filter, interpolation filtering may be per-
formed after integer-pel-unit reference pixels are smoothed.
Input integer-pel-unit reference pixels Ref={p_,.1,
DPrsezs - - - s Pos Pis - - - » Pasr may include noise or may be
damaged due to an error such as a quantization error. As such,
if integer-pel-unit reference pixels are smoothed before inter-
polation filtering is performed, the image interpolation appa-
ratus 10 may improve an interpolation effect.

Interpolation Filter Using Asymmetric Window
Filter

An asymmetric window filter is asymmetric with respect to
the center of the filter. Accordingly, an asymmetric window
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filter for an interpolation filter may be used to perform inter-
polation filtering asymmetrically with respect to an interpo-
lation location.

Equation 29 below shows filter coefficients wl of an asym-
metric window filter in the simplest form.

( -« ] [Equation 29]
wy = cos|x H
N-1
= Muin <1< Mpnax
N represents a window size, and M,,,,, and M,, . represent

reference pixels of the furthermost locations from an interpo-
lation location.

Filter characteristics of a window filter may be adjusted by
varying the window size N. The window size N may be equal
to or greater than a filter size “Size” of an interpolation filter,
and may be equal to or less than twice the filter size Size

(Size=N=2xSize)

For example, when Equations 38 through 40 and 4 through
7 above are combined with Equation 29 above, if filter coef-
ficients of a symmetric interpolation filter in which M is 4 are
determined, because the number of reference pixels (2M) is
eight, an 8-tap interpolation filter is obtained. If a window
function in which the window size N=13 is used, filter coef-
ficients of a Y4-pel-unit interpolation filter and a %5-pel-unit
interpolation filter are as represented below. Here, a used
scaling factor S is equal to 64.

Ys-pel-unit interpolation filter coefficients {p,}={-1, 4,
-10, 57,19, -7, 3, -1}

Ys-pel-unit interpolation filter coefficients {p,}={-1, 4,
-11, 40, 40, -11, 4, -1}

Similarly, when Equations 38 through 40 and 4 through 7
are combined with Equation 29,ifM, , and M, , arevariably
adjusted, filter coefficients of an asymmetric interpolation
filter may be determined by using an asymmetric window
filter.

Smoothed Interpolation Filter Using Two Parameters

A smoothed interpolation filter may determine the smooth-
ness of filter coefficients based on two parameters. Sub-pel-
unit smoothed interpolation filter coefficients obtained by
combining a smoothing matrix S and interpolation filter coef-
ficients based on transformation and inverse transformation
satisfy Equation 30 below.

AeyAa)™s

Equation 31 below shows an example of the smoothing
matrix S.

{Equation 30}

s,~0;

i
{85108, =0, ), i=—M=+1

{8:71-20y5, ,.,=0,}; ~-M+1=i=M

i

s.=1-0, s, =0} i=M Equation 31
if i 5:i-170;

The smoothing matrix S according to Equation 31 is a
3-diagonal matrix. In particular, from among components of
the smoothing matrix S, components other than components
on one central diagonal line and two diagonal lines corre-
sponding to each other and adjacent to the central diagonal
line are all equal to zero.

In the smoothing matrix S, a smoothness o, may be deter-
mined regardless of the distance (i-c) from integer-pel-unit
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pixels to be interpolated. In this case, smoothing according to
the smoothing matrix S may be referred to as uniform
smoothing.

Further, in the smoothing matrix S, the smoothness o, may
be changed based on an index I of an integer-pel-unit pixel
location. In this case, smoothing according to the smoothing
matrix S may be referred to as non-uniform smoothing. For
example, the smoothness a may satisfy Equation 32 below.

o~pl-a)

A positive index I may increase a smoothing effect if the
distance between an interpolation location and an integer-pel-
unit reference pixel is large. Accordingly, the positive index |
may control the speed of smoothing based on the distance
between an interpolation location and an integer-pel-unit ref-
erence pixel. A smoothing parameter [} may control the range
of smoothing around an interpolation location.

It the smoothing parameter { is less than zero, the smooth-
ing matrix S according to Equation 13 may be changed into a
sharpening filter. Accordingly, if the smoothing matrix S that
is less than zero is combined with an interpolation filter using
transformation and inverse transformation, a filter for ampli-
fying high-frequency components may be generated.

In order to perform sub-pel-unit prediction, the image
interpolation apparatus 10 may use smoothed interpolation
filter coefficient data previously stored in memory.

FIG. 6 is a graph 67 of a smoothing factor based on a
smoothing parameter 3 of a smoothed interpolation filter,
according to an exemplary embodiment.

First and second curves 68 and 69 show a smoothing factor
for smoothing an interpolation filter based on discrete trans-
formation. If m is large, that is, if the distance from integer-
pel-unit pixels to be interpolated is increased, the smoothing
factor is close to zero.

Here, in comparison to the second curve 69 in a case when
the smoothing parameter [3 is large, the first curve 68 in a case
when the smoothing parameter f§ is small has a relatively large
width of the smoothing factor. In other words, if the smooth-
ing parameter [} of the smoothed interpolation filter is large,
low-frequency components may be mainly filtered, and thus,
relatively strongly smoothed sub-pel-unit pixel values may be
generated. If the smoothing parameter [} of the smoothed
interpolation filter is relatively small, relatively high-fre-
quency components may remain and be interpolated, and
thus, sub-pel-unit pixel values may be generated.

Various interpolation filters and filter coefficients are
described above. In particular, as a function for determining
filter coefficients of an interpolation filter, any one or more of
a window function, a spline function, a polynomial function,
etc. may be used. For an interpolation filter, a frequency
response of a function may vary according to a frequency, but
a filter gain of the frequency response of the function may be
close to one. Accordingly, the image interpolation apparatus
10 may determine filter coefficients by using a function of
which a filter gain of a frequency response is closest to one,
even when a frequency varies, and may select an interpolation
filter including the filter coefficients.

[Equation 32]

Regularized Interpolation Filter

If a filter size of an interpolation filter is increased, the
accuracy of interpolation may be improved. However, if the
filter size is increased, high-frequency components remain in
afiltering result, and thus, the interpolation filter is vulnerable
to noise. The interpolation filter may smooth reference pixel
values {p;} by using a cosine window function having an
interpolation location « as its center, thereby reducing noise
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in an interpolation filtering result. An operation of smoothing
the reference pixel values {p,} by using a cosine window
function satisfies Equation 33 below.

-«
)

N represents a window size for smoothing but may not
necessarily be an integer. Accordingly, if filtering using trans-
formation and inverse transformation according to Equation 7
is combined with window filtering according to Equation 33,
smoothed interpolation filtering for a sub-pel-unit interpola-
tion location a is enabled. The smoothed interpolation filter-
ing may be performed by using a finite impulse response
(FIR) filter and satisfies Equations 34 and 35 below.

pi=p cos(n [Equation 33]
=P :

Mypax [Equation 34]
pa= ». Filien(@)-p
EMpin
[Equation 35]

-8 Size—1
Filter)(a) = cos(n- T] Z W (@) Dy

k=0

In Equations 34 and 35, p,, represents a pixel value gener-
ated as a smoothed interpolation filtering result, and Filter,(at)
represents filter coefficients of a smoothed interpolation filter.
M,,,,and M, represent the range of reference pixels.

In a smoothed interpolation filter for chroma pixels, a
smoothing parameter of the smoothed interpolation filter may
be adjusted to more greatly reduce the influence of high-
frequency components. Filter coefficients of a chroma inter-
polation filter using a smoothing parameter may be deter-
mined as represented in Equations 36 and 37 below.

W, - Wy (@) [Equation 36]
o Tvoa
1<k <Size-1
Size=1 [Equation 37]

Filter,(a) = Z Wil@) Dy
=0

FIG. 7 is an amplitude frequency response graph 70 of
interpolation filters, according to an exemplary embodiment.

If a harmonic signal having a size of one is input to the
interpolation filters, the amplitude frequency response graph
70 of the interpolation filters may show results of performing
interpolation filtering.

The amplitude frequency response graph 70 shows a first
frequency response 71 of an 8-tap smoothed interpolation
filter using DCT and IDCT based on basis functions, accord-
ing to an exemplary embodiment, a second frequency
response 72 of a regularized 8-tap smoothed interpolation
filter according to an exemplary embodiment, and a third
frequency response 73 ofa 6-tap interpolation filter according
to the H.264 video coding standard.

In the first, second, and third frequency responses 71, 72,
and 73, hills 711, 715, 721, and 731 represent that signals are
amplified at corresponding frequencies, and a valley 713
represents that a signal is damped at a corresponding fre-
quency. An effect that an input signal is amplified or damped
is not appropriate in interpolation filtering.
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In an ideal amplitude frequency response 74, a filter gain is
constantly maintained as 1.0 at all frequencies, and thus a hill
or valley does not exist at all. This means that distortion due
to interpolation filtering does not occur.

If a frequency response of an interpolation filter is closer to
the ideal amplitude frequency response 74, an interpolation
filtering result is more accurate. Distortion in a frequency
response of an interpolation filter in comparison to the ideal
amplitude frequency response 74 may be represented as a
square of the difference between the frequency response of
the interpolation filter and the ideal amplitude frequency
response 74, i.e., an area of a difference region.

For example, distortion in a frequency response of the
regularized smoothed interpolation filter in comparison to the
ideal amplitude frequency response 74 may be minimized by
adjusting its window filter size N and its smoothness o. The
distortion in the frequency response of the regularized
smoothed interpolation filter in comparison to the ideal
amplitude frequency response 74 corresponds to an area of a
shaded region between the ideal amplitude frequency
response 74 and the second frequency response 72 in the
amplitude frequency response graph 70. In particular, if the
area of the shaded region is small, the accuracy of interpola-
tion performed by using the regularized smoothed interpola-
tion filter may be improved.

Further, because a frequency response of an FIR filter is
close to zero as a frequency is close to 7, the FIR filter may not
generate high-frequency components. In addition, if a cut
level of an interpolation filter is low, the interpolation filter
may not restore detailed information of a reference image. In
general, if the length of a filter is large, a high cut level may be
assigned. In the amplitude frequency response graph 70,
because cut levels 719 and 729 of the first and second fre-
quency responses 71 and 72 of the smoothed interpolation
filter and the regularized smoothed interpolation filter are
higher than a cut level 739 of the third frequency response 73
of the H.264 interpolation filter, the smoothed interpolation
filter and the regularized smoothed interpolation filter may
restore detailed information of a reference image more accu-
rately in comparison to the H.264 interpolation filter.

Accordingly, in comparison to the H.264 interpolation fil-
ter, the smoothed interpolation filter may leave high-fre-
quency components of an input signal after performing inter-
polation filtering. Further, in comparison to the H.264
interpolation filter, a distortion region of the smoothed inter-
polation filter is relatively small, and thus, distortion in an
interpolation result is relatively small.

From among smoothed interpolation filters, the second
frequency response 72 of the regularized smoothed interpo-
lation filter is relatively close to the ideal amplitude frequency
response 74, and the first frequency response 71 of the
unregularized smoothed interpolation filter has a relatively
large distortion region due to hills and valleys. In other words,
in comparison to the regularized smoothed interpolation fil-
ter, a filtering result of the unregularized smoothed interpo-
lation filter may include more undesired artifacts.

Accordingly, as filter coefficients of an interpolation filter
according to an exemplary embodiment, filter coefficients of
the regularized smoothed interpolation filter for minimizing a
distortion region in comparison to the ideal amplitude fre-
quency response 74 may be selected. In other words, if the
window filter size N and the smoothness o of the smoothed
interpolation filter are adjusted and its filter coefficients are
regularized, filter coefficients for minimizing a distortion
region of a frequency response of the smoothed interpolation
filter may be determined.
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Therefore, interpolation filters of the image interpolation
apparatus 10 may include filter coefficients which are deter-
mined in consideration of smoothing.

Phase Shift . & Motion Vector Value

The accuracy for typical motion compensation is in a sub-
pel unit of a V4”-pel unit, such as, for example, a /2-pel unit or
aV4-pel unit. However, an interpolation location o for deter-
mining filter coefficients of a sub-pel-unit interpolation filter
according to an exemplary embodiment is not limited to a
V5P -pel unit.

In order to perform motion compensation on the interpo-
lation location o in a sub-pel unit other than a Y2-pel unitor a
Va-pel unit, partial vectors of a Y4-pel-unit or Y4-pel-unit
motion vector may be used. For example, a sub-pel-unit com-
ponent set {c, 2, 1-a.} of a V2-pel-unit motion vector MV is
assumed. Because the length of coding unit components of
the motion vector MV is reduced if o is less than Y4, the
stability of interpolation filtering for motion compensation
may be improved and coding bits for a differential motion
vector may be saved.

The most commonly used color format in video coding is a
4:2:0 format. In this case, chroma samples corresponding to a
half of the number of luma samples may be encoded. If the
same motion vector is shared between the luma and chroma
samples, the size of a chroma motion vector is a half of the
size of a luma motion vector. Accordingly, a phase shift of'a
luma interpolation filter may be synchronized with the phase
shift of a chroma interpolation filter.

For example, if the phase shift of the luma interpolation
filter is {c,}, the phase shift of the chroma interpolation filter
may be synchronized to {o,/2}U{1-,2}U{%5}.

For example, when motion compensation is performed by
using the sub-pel-unit component set of the motion vector
MYV, if the phase shift of the luma interpolation filter is {ct, ¥,
1-a.}, the phase shift of the chroma interpolation filter may be
synchronized to {a/2, (1-a)/2, Y5, 1-0/2, 1-(1-c.)/2}.

As interpolation filters according to exemplary embodi-
ments, an interpolation filter using transformation and inverse
transformation based on a plurality of basis functions, an
interpolation filter for performing interpolation in a sub-pel
unit, a symmetric interpolation filter and an asymmetric inter-
polation filter, an odd- or even-number-tap interpolation fil-
ter, an interpolation filter using a window filter, an interpola-
tion filter considering smoothing, and a regularized
interpolation filter are described above.

The above-mentioned interpolation filters may operate
individually or may be combined. For example, an interpola-
tion filter according to an exemplary embodiment may per-
form interpolation in a sub-pel unit and may perform inter-
polation filtering regardless of whether reference pixels are
symmetrically or asymmetrically located with respect to an
interpolation location. IN addition, because the number of
filter coefficients may be an even or odd number, the interpo-
lation filter may perform interpolation filtering on an odd
number of integer-pel-unit pixels and/or an even number of
integer-pel-unit pixels. Furthermore, because filter coeffi-
cients of a regularized smoothed interpolation filter may be
selected, detailed information of reference pixels may remain
and undesired high-frequency components such as noise may
be minimized, thereby minimizing distortion due to interpo-
lation filtering.

FIG. 8 is a flowchart which illustrates an image interpola-
tion method, according to an exemplary embodiment.

In operation 81, from among a plurality of interpolation
filters which are configured for generating at least one sub-
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pel-unit pixel value located between integer-pel units of a
picture, one of a symmetric interpolation filter and an asym-
metric interpolation filter is individually selected based on a
sub-pel-unit interpolation location.

The selected asymmetric interpolation filter may be an
odd-number-tap interpolation filter. The selected symmetric
interpolation filter may be an even-number-tap interpolation
filter. In order to interpolate integer-pel-unit pixels in a spatial
domain, the interpolation filter may include filter coefficients
obtained by combining a filter using transformation and
inverse transformation based on a plurality of basis functions
with an asymmetric window filter or a symmetric window
filter.

An interpolation filter which is regularized in order to
minimize a frequency response error generated as an interpo-
lation result when using the selected interpolation filter is
selected. Also, in order to prevent high-frequency compo-
nents such as noise from being restored, an interpolation filter
which includes filter coefficients for smoothing reference
pixels may be selected.

In operation 83, integer-pel-unit pixel values are interpo-
lated by using the interpolation filter selected in operation 81,
thereby generating at least one sub-pel-unit pixel value.

Ifan asymmetric interpolation filter is selected in operation
81, in operation 83, filtering may be performed on integer-
pel-unit pixels which are asymmetrically located with respect
to an interpolation location. If a symmetric interpolation filter
is selected in operation 81, in operation 83, filtering may be
performed on integer-pel-unit pixels which are symmetri-
cally located with respect to an interpolation location.

Further, if an asymmetric odd-number-tap interpolation
filter is selected in operation 81, in operation 83, filtering may
be performed on an odd number of integer-pel-unit pixels
located with respect to an interpolation location by using an
odd number of filter coefficients of the asymmetric odd-
number-tap interpolation filter. If a symmetric even-number-
tap interpolation filter is selected in operation 81, in operation
83, filtering may be performed on an even number of integer-
pel-unit pixels located with respect to an interpolation loca-
tion by using an even number of filter coefficients of the
symmetric even-number-tap interpolation filter.

Various examples of respective filter coefficients of a sym-
metric interpolation filter and an asymmetric interpolation
filter which is selectively determined based on a sub-pel-unit
interpolation location will now be described with reference to
FIGS. 9A through 12B.

According to the above-described principles, the interpo-
lation filter illustrated in FIGS. 9A through 12B is a filter
obtained by combining a sub-pel-unit interpolation filter
using transformation and inverse transformation based on a
plurality of basis functions with a window filter for smoothing
high-frequency components, and includes filter coefficients
of which a window size and a smoothness are adjusted to
minimize distortion in an interpolation result. Also, various
symmetric and asymmetric interpolation filters and odd- and
even-number-tap interpolation filters will be described below.

Because the interpolation filter is a mirror-reflective sym-
metric filter, a filter coefficient f,,(1-a) of an interpolation
location (1-a) may be determined by using a filter coefficient
f,,(c) of an interpolation location c.. Accordingly, in the tables
shown in FIGS. 9A through 12B, although only interpolation
filter coefficients {f, ()} in a case when a sub-pel unit of a
motion vector MV is equal to or less than /% are shown, it will
be understood by one of ordinary skill in the art that other
interpolation filter coefficients {f,,(c)} in a case when the
sub-pel unit of the motion vector MV is greater than /2 may be
determined.
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Initially, in the tables shown in FIGS. 9A through 11C,
‘FracMV”’ in the first column represents a sub-pel unit of a
motion vector MV for V2-pel-unit motion compensation. In
order to perform sub-pel-unit interpolation filtering, a value
of ‘FracMV’ may be combined with filter coefficients in the
second column. An interpolation location « in the third col-
umn is a parameter for defining a sub-pel-unit interpolation
location and may represent a phase shift amount from an
integer-pel unit. A window filter size N in the fourth column
may not necessarily be an integer. Scaling bits of the interpo-
lation filter is 6 bits.

FIGS. 9A, 9B, 9C, and 9D respectively show filter coeffi-
cients of 3-tap through 6-tap interpolation filters which are
determined based on an interpolation location and a window
filter size, according to exemplary embodiments.

FIG. 9A shows an asymmetric interpolation filter that is a
3-tap interpolation filter and includes filter coefficients {p_,,
Po» P1 - Accordingly, the interpolation filter shown in FIG. 9A
may perform interpolation filtering on integer-pel-unit pixels
which are asymmetrically located with respect to an interpo-
lation location. For example, if horizontal interpolation is
performed, interpolation filtering may be performed on two
left integer-pel-unit reference pixels and one right integer-
pel-unit reference pixel with respect to an interpolation loca-
tion.

FIG. 9B shows a symmetric interpolation filter that is a
4-tap interpolation filter and includes filter coefficients {p,; ,,
DPo» P1» P2} Accordingly, the interpolation filter shown in FIG.
9B may perform interpolation filtering on integer-pel-unit
pixels which are symmetrically located with respect to an
interpolation location. For example, if horizontal interpola-
tion is performed, interpolation filtering may be performed by
using two left integer-pel-unit reference pixels and two right
integer-pel-unit reference pixels with respect to an interpola-
tion location.

FIG. 9C shows an asymmetric interpolation filter that is a
5-tap interpolation filter and includes filter coefficients {p;; ,,
Po» P1> Pas Ps}- Accordingly, if horizontal interpolation is
performed, interpolation filtering may be performed on two
left integer-pel-unit reference pixels and three right integer-
pel-unit reference pixels which are asymmetrically located
with respect to an interpolation location.

FIG. 9D shows a symmetric interpolation filter that is a
6-tap interpolation filter and includes filter coefficients {p;; ,,
P_1> Pos P1s Pas P }- Accordingly, if horizontal interpolation is
performed, interpolation filtering may be performed by using
three left integer-pel-unit reference pixels and three right
integer-pel-unit reference pixels which are symmetrically
located with respect to an interpolation location.

FIGS. 10A, 10B, and 10C respectively show filter coeffi-
cients of 7-tap interpolation filters which are determined
based on an interpolation location and a window filter size,
according to exemplary embodiments.

FIG. 10A shows an asymmetric interpolation filter includ-
ing filter coefficients {p_s, P_s, P_> Pos P> Pa» P3}- Accord-
ingly, if horizontal interpolation is performed by using the
interpolation filter shown in FIG. 10A, interpolation filtering
may be performed on four left integer-pel-unit reference pix-
els and three right integer-pel-unit reference pixels which are
asymmetrically located with respect to an interpolation loca-
tion.

FIG. 10B shows an asymmetric interpolation filter includ-
ing filter coefficients {p_, P_i, Po> Pi> P2 P3s Pa}- Accord-
ingly, if horizontal interpolation is performed by using the
interpolation filter shown in FIG. 10B, interpolation filtering
may be performed on three left integer-pel-unit reference
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pixels and four right integer-pel-unit reference pixels which
are asymmetrically located with respect to an interpolation
location.

FIG. 10C shows an asymmetric interpolation filter includ-
ing filter coefficients {p_,, Po; P1, P2> P3» P> Ps - Accordingly,
if horizontal interpolation is performed by using the interpo-
lation filter shown in FIG. 10C, interpolation filtering may be
performed on two left integer-pel-unit reference pixels and
five right integer-pel-unit reference pixels which are asym-
metrically located with respect to an interpolation location.

FIGS. 11A, 11B, and 11C respectively show filter coeffi-
cients of 8-tap interpolation filters which are determined
based on an interpolation location and a window filter size,
according to exemplary embodiments.

FIG. 11 A shows a symmetric interpolation filter including
filter coefficients {p_s, P_s» P_1> Po» P1s P2s P3s Pat- Accord-
ingly, if horizontal interpolation is performed by using the
interpolation filter shown in FIG. 11A, interpolation filtering
may be performed on four left integer-pel-unit reference pix-
els and four right integer-pel-unit reference pixels which are
symmetrically located with respect to an interpolation loca-
tion.

FIG. 11B shows an asymmetric interpolation filter includ-
ing filter coefficients {p_,, P_1, Po» P1> P2» P3» Pa» Ps - Accord-
ingly, if horizontal interpolation is performed by using the
interpolation filter shown in FIG. 11 B, interpolation filtering
may be performed on three left integer-pel-unit reference
pixels and five right integer-pel-unit reference pixels which
are asymmetrically located with respect to an interpolation
location.

FIG. 11C shows an asymmetric interpolation filter includ-
ing filter coefficients {p_s, p_s, P_o. P_1. Pos P1» P2 P3}-
Accordingly, if horizontal interpolation is performed by
using the interpolation filter shown in FIG. 11C, interpolation
filtering may be performed on five left integer-pel-unit refer-
ence pixels and three right integer-pel-unit reference pixels
which are asymmetrically located with respect to an interpo-
lation location.

FIGS. 12A and 12B respectively show filter coefficients of
a regularized luma interpolation filter and a regularized
chroma interpolation filter, according to exemplary embodi-
ments.

FIGS. 12A and 12B show filter coefficients of regularized
interpolation filters selected to minimize a distortion region
as described above in the “Regularized Interpolation Filter”
section.

According to FIG. 12A, a window filter size N is adjusted
in order to regularize a luma interpolation filter. From among
various interpolation filters shown in FIG. 9A through 11C, a
7-tap interpolation filter {-1, 4, -10, 58, 17, -5, -1} having a
window size of 8.7 may be selected as a regularized luma
interpolation filter for performing Y4-pel-unit interpolation
filtering. In addition, an 8-tap interpolation filter {-1, 4, -11,
40, 40, -11, 4, -1} having a window size of 9.5 may be
selected as a regularized luma interpolation filter for perform-
ing %4-pel-unit interpolation filtering. In particular, an asym-
metric interpolation filter may be selected as a regularized
Va-pel-unit luma interpolation filter, and a symmetric inter-
polation filter may be selected as a regularized V2-pel-unit
luma interpolation filter.

According to FIG. 12B, a smoothness ois adjusted in order
to regularize a chroma interpolation filter. A Ys-pel-unit 4-tap
symmetric interpolation filter may be selected as a regular-
ized chroma interpolation filter.

Video encoding and decoding using an interpolation filter,
according to exemplary embodiments, are described below
with reference to FIGS. 13A through 27. Video encoding and
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decoding based on coding units having a tree structure,
according to exemplary embodiments, are described below
with reference to FIGS. 15 through 25. Video encoding and
decoding methods using an interpolation filter, according to
exemplary embodiments, are described below with reference
to FIGS. 26 and 27.

When various operations are performed on image data, the
image data may be split into data groups, and the same opera-
tion may be performed on data of the same data group. In the
following description, a data group formed according to a
predetermined standard is referred to as a ‘data unit’, and an
operation is performed on each ‘data unit’ by using data
included in the data unit.

Video Encoding and Decoding Using Interpolation
Filter

FIG. 13A is ablock diagram of a video encoding apparatus
100 which uses an interpolation filter, according to an exem-
plary embodiment.

Operations of an encoder 120 and an output unit (also
referred to herein as an “output component™) 130 of the video
encoding apparatus 100 may be cooperatively controlled by
any one or more of a video encoding processor, a CPU, and a
graphic processor.

In order to encode a current picture of an input video, the
video encoding apparatus 100 splits the current picture into
data units having a predetermined size and encodes each data
unit.

For example, the current picture may include pixels in a
spatial domain. In order to encode spatially adjacent pixels of
the current picture at the same time, the current picture may be
split into pixel groups having a predetermined size in such a
way that adjacent pixels within a predetermined range form
one group. By performing a series of encoding operations on
pixels of the split pixel groups, the current picture may be
encoded.

Because initial data of a picture to be encoded are pixel
values in the spatial domain, each pixel group may be used as
a data unit to be encoded. Further, when transformation coef-
ficients in a transformation domain are generated by perform-
ing transformation for video encoding on pixel values of the
pixel group in the spatial domain, the transformation coeffi-
cients are included in coefficient groups having the same size
as the pixel groups in the spatial domain. Accordingly, a
coefficient group of the transformation coefficients in the
transformation domain may also be used as a data unit for
encoding a picture.

Accordingly, in the spatial domain and the transformation
domain, a data group having a predetermined size may be
used as a data unit to be encoded. In this case, the size of a data
unit may be defined as the number of pieces of data included
in the data unit. For example, the number of pixels in the
spatial domain or the number of transformation coefficients in
the transformation domain may represent the size of a data
unit.

An encoding method or encoding characteristics of a cur-
rent data unit may be determined with respect to each data
group of any data level from among a data unit, a slice, a
picture, and a picture sequence of a video to be currently
encoded.

The video encoding apparatus 100 may encode the current
picture by performing prediction encoding including any one
or more of inter prediction and intra prediction, transforma-
tion, quantization, and entropy encoding on each data unit.

According to inter prediction, in order to estimate a current
pixel value with reference to a pixel value of a temporally
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previous or subsequent picture, residual data between a pixel
value of a reference region of a reference picture and a pixel
value of a current picture, and reference data indicating the
referred to pixel value may be determined.

In order to more accurately perform inter prediction, the
video encoding apparatus 100 may determine the residual
data and the reference data by using a sub-pel-unit pixel
value. In order to perform sub-pel-unit inter prediction, the
video encoding apparatus 100 may determine a sub-pel-unit
pixel value located between adjacent integer-pel-unit pixels
by interpolating the adjacent integer-pel-unit pixels.

Further, the sub-pel-unit pixel value may be generated by
performing interpolation filtering on two or more integer-pel-
unit reference pixels, including the adjacent integer-pel-unit
pixels. The reference pixels for performing interpolation fil-
tering may include pixels of a reference picture.

In order to efficiently perform image interpolation, the
video encoding apparatus 100 may selectively determine
interpolation filter coefficients. The encoder 120 may include
the image interpolation apparatus 10 illustrated in FIG. 1. In
particular, in order to perform sub-pel-unit inter prediction,
the encoder 120 may generate a sub-pel-unit pixel value by
using an interpolation filter including filter coefficients deter-
mined by the image interpolation apparatus 10 based on
transformation and inverse transformation.

In order to efficiently perform interpolation filtering, the
video encoding apparatus 100 may previously store interpo-
lation filter coefficients in memory. According to an interpo-
lation location, a smoothness, the number of filter taps, a bit
depth, a scaling ratio, a basis function of interpolation filter-
ing based on transformation, a window function, and a win-
dow size, various interpolation filter coefficients may be
stored in memory of the video encoding apparatus 100.

For example, 1) a Y4-pel-unit interpolation filter including
7-tap filter coefficients {-1, 4, -10, 58, 17, -5, 1} and having
a window size of 8.7, and ii) a %2-pel-unit interpolation filter
including 8-tap filter coefficients {-1, 4, =11, 40, 40, -11, 4,
-1} and having a window size of 9.5 may be stored in
memory, and may be used to perform interpolation filtering.

In addition to the above-mentioned interpolation filter
coefficients, interpolation filter coefficients which are modi-
fiable according to various basis functions and window func-
tions as shown in FIGS. 9A through 12B may be used to
perform interpolation filtering.

If interpolation filtering is performed by using the filter
coefficients stored in memory, a calculation speed of inter
prediction may be improved.

From among a plurality of interpolation filters, the encoder
120 may select and use a symmetric interpolation filter or an
asymmetric interpolation filter to perform inter prediction
based on a sub-pel-unit interpolation location c. In addition,
an interpolation filter which is appropriate for a current pixel
may be determined based on any one or more of the number
of filter taps, a bit depth, a scaling ratio, a window filter size,
a smoothness, etc.

The encoder 120 may determine an interpolation filter
based on image characteristics. For example, the encoder 120
may determine different interpolation filters based on respec-
tive color components of pixels. For example, an interpola-
tion filter for luma pixels and an interpolation filter for
chroma pixels may be separately selected, and thus, sub-pel-
unit pixel values may be individually generated by perform-
ing interpolation filtering.

A video may be encoded by performing inter prediction
based on any one or more of sub-pel-unit interpolation, intra
prediction, transformation, and quantization.
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The output unit 130 may encode and output encoding infor-
mation and may output encoded picture data. As the encoding
information, information which relates to the selected inter-
polation filter may be additionally encoded. In particular,
information about an interpolation filter which is used to
perform sub-pel-unit prediction encoding may be encoded.
For example, a decoder must know about an interpolation
filter used to encode an image in order to decode the image by
using the same interpolation filter used in the encoding pro-
cess. For this, information indicating the used interpolation
filter may be encoded together with the image. However, if a
filter is selected based on a previous encoding result, i.e.,
context, information about the selected filter may not be addi-
tionally encoded.

The output unit 130 may perform entropy encoding on
encoding information and encoded picture data, and may
output a bitstream.

FIG. 13B is a block diagram of a video decoding apparatus
200 which uses an interpolation filter, according to an exem-
plary embodiment.

The video decoding apparatus 200 includes a receiver and
extractor 220 and a decoder 230. Operations of the receiver
and extractor 220 and the decoder 230 of the video decoding
apparatus 200 may be cooperatively controlled by any one or
more of a video decoding processor, a graphic processor, and
a CPU.

In order to restore an image from a bitstream, the video
decoding apparatus 200 may decode encoded picture data of
the bitstream by performing operations including any one or
more of entropy decoding, inverse quantization, inverse
transformation, inter prediction/compensation, and intra pre-
diction/compensation.

The receiver and extractor 220 receives and parses a bit-
stream of an encoded video. The receiver and extractor 220
may extract encoded data of each data unit of a current pic-
ture, and encoding information which includes information
about an encoding method to be used to decode the encoded
data, from the parsed bitstream.

If the encoding information includes interpolation filter
information, the decoder 230 may read information about an
interpolation filter which has been used to perform sub-pel-
unit intra prediction from the interpolation filter information,
and may perform motion compensation by using the interpo-
lation filter used in an encoding process.

The decoder 230 may decode encoded picture data by
performing various decoding operations such as any one or
more of entropy decoding, inverse quantization, inverse
transformation, inter prediction/compensation, and intra pre-
diction/compensation on an encoded picture according to
various decoding methods which are determined based on
information about a coding mode.

In order to perform motion compensation, a reference
region of a reference picture that is temporally previous or
subsequent to a current picture may be determined by using
reference data, and a pixel value of the reference region and
residual data may be combined in order to restore a current
pixel value.

If the residual data and the reference data are determined
based on pixels interpolated in a sub-pel unit in an encoding
process, the decoder 230 may also perform motion compen-
sation based on pixels interpolated in a sub-pel unit. In order
to perform sub-pel-unit motion compensation, the decoder
230 may generate a sub-pel-unit pixel value by interpolating
adjacent integer-pel-unit pixels of the reference picture. The
sub-pel-unit pixel value may be generated by performing
interpolation filtering on two or more integer-pel-unit refer-
ence pixels including the adjacent integer-pel-unit pixels.
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In order to efficiently perform image interpolation, the
video decoding apparatus 200 may selectively determine
interpolation filter coefficients. The decoder 230 may include
the image interpolation apparatus 10 illustrated in FIG. 1. In
particular, in order to perform sub-pel-unit motion compen-
sation, the decoder 230 may generate a sub-pel-unit pixel
value by using an interpolation filter based on transformation.

In order to efficiently perform interpolation filtering, the
video decoding apparatus 200 may previously store variously
selectable interpolation filter coefficients in memory based on
any one or more of an interpolation location, a smoothness,
the number of filter taps, a bit depth, a scaling ratio, and a
basis function of interpolation filtering based on transforma-
tion.

As described above, for example, at least one of'1) a Va-pel-
unit interpolation filter including 7-tap filter coefficients {-1,
4,-10, 58,17, -5, 1} and having a window size of 8.7, and ii)
a Y2-pel-unit interpolation filter including 8-tap filter coeffi-
cients {-1, 4, =11, 40, 40, -11, 4, -1} and having a window
size of 9.5 may be stored in memory and may be used to
perform interpolation filtering. In addition to the above-men-
tioned interpolation filter coefficients, interpolation filter
coefficients which are modifiable based on any one or more of
various basis functions and window functions as shown in
FIGS. 9A through 12B may be used to perform interpolation
filtering.

From among a plurality of interpolation filters, the decoder
230 may select and use an interpolation filter which is appro-
priate for a current pixel in order to perform sub-pel-unit
motion compensation based on any one or more of a sub-pel-
unit interpolation location o, the number of filter taps, a bit
depth, a scaling ratio, etc.

Further, the decoder 230 may determine an interpolation
filter based on image characteristics. For example, different
interpolation filters may be determined based on color com-
ponents of pixels, interpolation filtering for luma pixels and
interpolation filtering for chroma pixels may be separately
performed, and thus interpolated sub-pel-unit pixel values
may be individually generated.

Accordingly, the decoder 230 may restore data in a spatial
domain by performing inverse quantization/inverse transfor-
mation, and may restore pixel values and a current picture by
performing intra prediction and motion compensation based
on sub-pel-unit interpolation and/or by performing integer-
pel-unit interpolation. If pictures are restored, a video may be
decoded.

FIG. 14A is a flowchart which illustrates an image encod-
ing method using an interpolation filter, according to an
exemplary embodiment.

In operation 1410, in order to encode a current picture of an
input video, prediction encoding using sub-pel-unit interpo-
lation is performed. From among a plurality of interpolation
filters which are configured for generating a sub-pel-unit
pixel value, an interpolation filter is variably selected based
on a sub-pel-unit interpolation location and a smoothness.
The smoothness of the interpolation filter may be determined
based on the distance between an interpolation location and
integer-pel units.

The sub-pel-unit pixel value may be generated by perform-
ing interpolation filtering on two or more integer-pel-unit
reference pixels of a reference picture. Residual data and
reference data are determined by using the generated sub-pel-
unit pixel value, thereby performing prediction encoding.

In order to efficiently perform image interpolation, inter-
polation filter coefficients may be selectively determined.
Memory may store interpolation filter coefficients of sym-
metric and asymmetric interpolation filters, odd- and even-
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number-tap interpolation filters, and regularized interpola-
tion filters. From among the interpolation filter coefficients
previously stored in memory, a desired interpolation filter
may be selected based on any one or more of a sub-pel-unit
interpolation location, a smoothness, the number of filter taps,
a bit depth, a scaling ratio, a basis function of interpolation
filtering based on transformation, a window filter size, and a
color component, and interpolation may be performed in
order to generate the sub-pel-unit pixel value.

In operation 1420, transformation and quantization are
performed on an inter prediction result based on sub-pel-unit
interpolation, and intra prediction.

In operation 1430, a bitstream may be output by perform-
ing entropy encoding on encoding information and encoded
picture data in the form of quantized transformation coeffi-
cients. The encoding information may include information
about an interpolation filter used to perform sub-pel-unit pre-
diction encoding.

FIG. 14B is a flowchart which illustrates an image decod-
ing method using an interpolation filter, according to an
exemplary embodiment.

In operation 1450, a bitstream of an encoded video is
received, entropy-decoded, and parsed in order to extract
quantized transformation coefficients and encoding informa-
tion of a current picture from the bitstream.

Ifthe encoding information includes information about an
interpolation filter, the type of a required interpolation filter
may be read from the information.

In operation 1460, based on any one or more of various
decoding methods which are determined based on a coding
mode read from the encoding information, inverse quantiza-
tion and inverse transformation are performed on the quan-
tized transformation coefficients, and residual data is added,
thereby restoring data in a spatial domain.

Inoperation 1470, encoded picture data may be decoded by
performing any one or more of various decoding operations
such as motion compensation and intra prediction based on
the coding mode.

In particular, if encoded residual data and reference data
are extracted based on pixels interpolated in a sub-pel unit,
motion compensation may be performed based on the pixels
interpolated in a sub-pel unit. From among a plurality of
interpolation filters which are configured for generating a
sub-pel-unit pixel value, an interpolation filter is variably
selected based on a sub-pel-unit interpolation location and a
smoothness.

In order to efficiently perform image interpolation, inter-
polation filter coefficients may be selectively determined.
Memory may store respective interpolation filter coefficients
of symmetric interpolation filters and asymmetric interpola-
tion filters, odd- and even-number-tap interpolation filters,
and regularized interpolation filters. From among the inter-
polation filter coefficients previously stored in memory, a
desired interpolation filter may be selected based on any one
or more of a sub-pel-unit interpolation location, a smooth-
ness, the number of filter taps, a bit depth, a scaling ratio, a
basis function of interpolation filtering based on transforma-
tion, a window filter size, and a color component, and inter-
polation may be performed in order to generate the sub-pel-
unit pixel value.

Because motion compensation is performed on pixels
which are interpolated by using the interpolation filter coef-
ficients previously stored in memory, a calculation speed may
be increased. Memory may store symmetric and asymmetric
interpolation filters, and odd- and even-number-tap interpo-
lation filters.



US 9,313,522 B2

33

A reference picture and a reference region are determined
by using the reference data, and the sub-pel-unit pixel value
may be generated by performing interpolation filtering on
two or more integer-pel-unit reference pixels of the reference
picture. Motion compensation may be performed by combin-
ing the generated sub-pel-unit pixel value with the residual
data, and thus prediction decoding may be performed.

In operation 1480, a current picture is restored by using
pixel values obtained by performing prediction decoding, and
thus a video is decoded.

Video Encoding and Decoding Using Interpolation
Based on Coding Units Having Tree Structure

Video encoding and decoding apparatuses which use an
interpolation filter based on coding units having a tree struc-
ture, and video encoding and decoding methods correspond-
ing to the video encoding and decoding apparatuses, accord-
ing to exemplary embodiments, will now be described in
detail with reference to FIGS. 13 through 27.

The video encoding apparatus 100 may encode a video
based on coding units and transformation units having a tree
structure.

A current picture of a video may be split based on a maxi-
mum coding unit for the current picture. If the current picture
is larger than the maximum coding unit, image data of the
current picture may be split into at least one maximum coding
unit. The maximum coding unit may be a data unit having a
size of, for example, any one of 32x32, 64x64, 128x128,
256x256, etc., wherein a shape of the data unit is a square
having a width and length in squares of 2. The encoder 120
may encode picture data of each of at least one maximum
coding unit.

A coding unit according to an exemplary embodiment may
be characterized by a maximum size and a depth. The depth
denotes a number of times the coding unit is spatially split
from the maximum coding unit, and as the depth deepens,
deeper coding units according to depths may be split from the
maximum coding unit to a minimum coding unit. A depth of
the maximum coding unit is an uppermost depth and a depth
of the minimum coding unit is a lowermost depth. Because a
size of a coding unit corresponding to each depth decreases as
the depth of the maximum coding unit deepens, a coding unit
corresponding to an upper depth may include a plurality of
coding units corresponding to lower depths.

As described above, the image data of the current picture is
split into the maximum coding units based on a maximum
size of the coding unit, and each of the maximum coding units
may include deeper coding units that are split according to
depths. Because the maximum coding unit according to an
exemplary embodiment is split according to depths, the
image data of a spatial domain included in the maximum
coding unit may be hierarchically classified according to
depths.

A maximum depth and a maximum size of a coding unit,
which limit the total number of times a height and a width of
the maximum coding unit are hierarchically split, may be
predetermined.

The encoder 120 encodes at least one split region obtained
by splitting a region of the maximum coding unit according to
depths, and determines a depth to output finally encoded
image data according to the at least one split region. In par-
ticular, the encoder 120 determines a coded depth by encod-
ing the image data in the deeper coding units according to
depths, based on the maximum coding unit of the current
picture, and selecting a depth having the least encoding error.
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The encoder 120 may output the encoded image data of the
coding unit corresponding to the determined coded depth.
Further, the encoder 120 may transmit information about the
determined coded depth to the output unit 130 such that the
information about the coded depth may be encoded as encod-
ing information.

The image data in the maximum coding unit is encoded
based on the deeper coding units corresponding to at least one
depth equal to or below the maximum depth, and results of
encoding the image data are compared based on each of the
deeper coding units. A depth having the least encoding error
may be selected after comparing encoding errors of the
deeper coding units. At least one coded depth may be selected
for each maximum coding unit.

The size of the maximum coding unit is split as a coding
unit is hierarchically split according to depths, and as the
number of coding units increases. Also, even if coding units
correspond to the same depth in one maximum coding unit, it
is determined whether to split each of the coding units corre-
sponding to the same depth to a lower depth by measuring an
encoding error of the image data of each coding unit, sepa-
rately. Accordingly, even when image data is included in one
maximum coding unit, the image data is split into regions
according to the depths and the encoding errors may differ
according to regions in the one maximum coding unit, and
thus the coded depths may differ according to regions in the
image data. Thus, one or more coded depths may be deter-
mined in one maximum coding unit, and the image data ofthe
maximum coding unit may be divided according to coding
units of at least one coded depth.

Accordingly, the encoder 120 may determine coding units
having a tree structure included in the maximum coding unit.
The ‘coding units having a tree structure’ according to an
exemplary embodiment include coding units corresponding
to a depth determined to be the coded depth, from among all
deeper coding units included in the maximum coding unit. A
coding unit of a coded depth may be hierarchically deter-
mined according to depths in the same region of the maxi-
mum coding unit, and may be independently determined in
different regions. Similarly, a coded depth in a current region
may be independently determined from a coded depth in
another region.

A maximum depth according to an exemplary embodiment
is an index related to the number of times splitting is per-
formed from a maximum coding unit to a minimum coding
unit. A first maximum depth according to an exemplary
embodiment may denote the total number of times splitting is
performed from the maximum coding unit to the minimum
coding unit. A second maximum depth according to an exem-
plary embodiment may denote the total number of depth
levels from the maximum coding unit to the minimum coding
unit. For example, when a depth of the maximum coding unit
is 0, a depth of a coding unit, in which the maximum coding
unit is split once, may be set to 1, and a depth of a coding unit,
in which the maximum coding unit is split twice, may be set
to 2. Here, if the minimum coding unit is a coding unit in
which the maximum coding unit is split four times, 5 depth
levels of depths O, 1, 2, 3 and 4 exist, and thus the first
maximum depth may be set to 4, and the second maximum
depth may be set to 5.

Prediction encoding and transformation may be performed
according to the maximum coding unit. The prediction
encoding and the transformation are also performed based on
the deeper coding units according to a depth equal to or depths
less than the maximum depth, according to the maximum
coding unit.
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Since the number of deeper coding units increases when-
ever the maximum coding unit is split according to depths,
encoding including the prediction encoding and the transfor-
mation is performed on all of the deeper coding units gener-
ated as the depth deepens. For convenience of description, the
prediction encoding and the transformation will now be
described based on a coding unit of a current depth, in a
maximum coding unit.

The video encoding apparatus 100 may variously select a
size or shape of a data unit for encoding the image data. In
order to encode the image data, operations, such as prediction
encoding, transformation, and entropy encoding, are per-
formed, and at this time, the same data unit may be used for all
operations or different data units may be used for each opera-
tion.

For example, the video encoding apparatus 100 may select
not only a coding unit for encoding the image data, but also a
data unit different from the coding unit so as to perform the
prediction encoding on the image data in the coding unit.

In order to perform prediction encoding in the maximum
coding unit, the prediction encoding may be performed based
ona coding unit corresponding to a coded depth, i.e., based on
a coding unit that is no longer split to coding units corre-
sponding to a lower depth. Hereinafter, the coding unit that is
no longer split and becomes a basic unit for prediction encod-
ing will now be referred to as a ‘prediction unit’. A partition
obtained by splitting the prediction unit may include a pre-
diction unit or a data unit obtained by splitting at least one of
a height and a width of the prediction unit.

For example, when a coding unit of 2Nx2N (where N is a
positive integer) is no longer split and becomes a prediction
unit of 2Nx2N, a size of a partition may be 2Nx2N, 2NxN,
Nx2N, or NxN. Examples of a partition type include sym-
metric partitions that are obtained by symmetrically splitting
a height or width of the prediction unit, partitions obtained by
asymmetrically splitting the height or width of the prediction
unit, such as 1:n or n:1, partitions that are obtained by geo-
metrically splitting the prediction unit, and partitions having
arbitrary shapes.

A prediction mode ofthe prediction unit may be at least one
of'an intra mode, a inter mode, and a skip mode. For example,
the intra mode or the inter mode may be performed on the
partition of 2Nx2N, 2NxN, Nx2N, or NxN. Also, the skip
mode may be performed only on the partition of 2Nx2N. The
encoding is independently performed on one prediction unit
in a coding unit, thereby selecting a prediction mode having a
least encoding error.

The video encoding apparatus 100 may also perform the
transformation on the image data in a coding unit based not
only on the coding unit for encoding the image data, but also
based on a data unit that is different from the coding unit.

In order to perform the transformation in the coding unit,
the transformation may be performed based on a transforma-
tion unit having a size smaller than or equal to the coding unit.
For example, the transformation unit for the transformation
may include a data unit for an intra mode and a data unit for
an inter mode.

Similarly to the coding unit, the transformation unit in the
coding unit may be recursively split into smaller sized
regions, so that the transformation unit may be determined
independently in units of regions. Thus, residual data in the
coding unit may be divided according to the transformation
units having the tree structure according to transformation
depths.

A transformation depth indicating the number of times
splitting is performed to reach the transformation unit by
splitting the height and width of the coding unit may also be
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set in the transformation unit. For example, in a current cod-
ing unit of 2Nx2N;, a transformation depth may be 0 when the
size of a transformation unit is also 2Nx2N, may be 1 when
the size of the transformation unitis NxN, and may be 2 when
the size of the transformation unitis N/2xN/2. In other words,
transformation units having a tree structure may be set
according to transformation depths.

Encoding information according to a coded depth requires
not only information about the coded depth, but also infor-
mation about prediction encoding and transformation.
Accordingly, the encoder 120 not only determines a coded
depth having a least encoding error, but also determines a
partition type in a prediction unit, a prediction mode accord-
ing to prediction units, and a size of a transformation unit for
transformation. For inter prediction, the encoding informa-
tion according to a coded depth may include information
related to interpolation filtering for interpolating sub-pel
units.

Also, the encoder 120 may perform transformation by
using transformation units having a tree structure to encode
coding units, based on a maximum split level of the transfor-
mation units, which is previously and restrictively set in each
maximum coding unit or a current coding unit.

In each of deeper coding units according to depths, a basic
transformation unit having a size smaller than or equal to a
coding unit may be hierarchically split into transformation
units of lower transformation depths. Transformation units
having a tree structure may include a basic transformation
unit having a maximum size that is currently allowed, and
lower-level transformation units relative to a maximum split
level that is allowed for coding units.

After performing transformation in each level according to
a transformation depth in a current coding unit, the encoder
120 may determine transformation units having a tree struc-
ture, which are independent from transformation units of
adjacent regions and form a hierarchical structure between
transformation units in the same region according to transfor-
mation depths.

In other words, transformation units having a tree structure
may be determined by performing transformation on each
coding unit by using various-sized transformation units and
then comparing results of transformation. While a coding unit
is being determined, a transformation unit for transforming
the coding unit may be determined. Whenever coding units
according to each of one or more depths are encoded, trans-
formation units according to each of one or more transforma-
tion depths may be used to perform transformation.

A transformation unit having a least encoding error has to
be determined for each coding unit. In order to determine a
transformation depth having a minimum encoding error in a
transformation unit, encoding errors may be measured and
compared in all deeper transformation units according to
depths. A transformation unit may be determined as a data
unit for minimizing a transformation error of a coding unit.

Accordingly, since a combination of a deeper coding unit
and a deeper transformation unit according to depths, which
has a least encoding error, is individually determined in each
region of a maximum coding unit, coding units having a tree
structure and transformation units having a tree structure may
be determined.

Methods of determining coding units having a tree struc-
ture, partitions, and transformation units having a tree struc-
ture in a maximum coding unit, according to exemplary
embodiments, will be described in detail later with reference
to FIGS. 15 through 25.
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The encoder 120 may measure an encoding error of deeper
coding units according to depths by using rate-distortion opti-
mization based on Lagrangian multipliers.

The video encoding apparatus 100 may output the image
data of the maximum coding unit, which is encoded based on
the at least one coded depth determined by the encoder 120,
and information about a coding mode according to the coded
depth, which is encoded by the output unit 130, in the form of
a bitstream.

The information about the coding mode of deeper coding
units according to depths, which is determined as a picture is
encoded based on coding units, prediction units, and trans-
formation units having a tree structure, may be included in a
header, a sequence parameter set (SPS), or a picture param-
eter set (PPS) of a bitstream.

The encoded image data may be obtained by encoding
residual data of an image.

The information about the coding mode according to the
coded depth may include information about the coded depth,
about the partition type in the prediction unit, the prediction
mode, and the size of the transformation unit.

The information about the coded depth may be defined by
using split information according to depths, which represents
whether encoding is performed on coding units of a lower
depth instead of a current depth. If the current depth of the
current coding unit is the coded depth, image data in the
current coding unit is encoded and output, and thus the split
information may be defined not to split the current coding unit
to a lower depth. Alternatively, if the current depth of the
current coding unit is not the coded depth, the encoding is
performed on the coding unit of the lower depth, and thus the
split information may be defined to split the current coding
unit to obtain the coding units of the lower depth.

If the current depth is not the coded depth, encoding is
performed on the coding unit that is split into the coding unit
of'the lower depth. Since at least one coding unit of the lower
depth exists in one coding unit of the current depth, the
encoding is repeatedly performed on each coding unit of the
lower depth, and thus the encoding may be recursively per-
formed for the coding units having the same depth.

Since the coding units having a tree structure are deter-
mined for one maximum coding unit, and information about
at least one coding mode is determined for a coding unit of a
coded depth, information about at least one coding mode may
be determined for one maximum coding unit. Also, a coded
depth of the image data of the maximum coding unit may be
different according to locations since the image data is hier-
archically split according to depths, and thus information
about the coded depth and the coding mode may be set for the
image data.

Accordingly, the output unit 130 may assign encoding
information about a corresponding coded depth and a coding
mode to at least one of the coding unit, the prediction unit, and
a minimum unit included in the maximum coding unit.

The minimum unit according to an exemplary embodiment
is a rectangular data unit obtained by splitting the minimum
coding unit constituting the lowermost depth by 4. Alterna-
tively, the minimum unit may be a maximum rectangular data
unit that may be included in all of the coding units, prediction
units, partition units, and transformation units included in the
maximum coding unit.

For example, the encoding information output through the
output unit 130 may be classified into encoding information
according to coding units, and encoding information accord-
ing to prediction units. The encoding information according
to the coding units may include the information about the
prediction mode and about the size of the partitions. The
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encoding information according to the prediction units may
include information about an estimated direction of an inter
mode, about a reference image index of the inter mode, about
amotion vector, about a chroma component of an intra mode,
and about an interpolation method of the intra mode.

Information about a maximum size of the coding unit
defined according to pictures, slices, or GOPs, and informa-
tion about a maximum depth may be inserted into a header, an
SPS, or a PPS of a bitstream.

In the video encoding apparatus 100, the deeper coding
unit may be a coding unit obtained by dividing a height or
width of a coding unit of an upper depth, which is one layer
above, by two. In other words, when the size of the coding unit
of the current depth is 2Nx2N, the size of the coding unit of
the lower depth is NxN. Also, the coding unit of the current
depth having the size of 2Nx2N may include maximum 4 of
the coding unit of the lower depth.

Accordingly, the video encoding apparatus 100 may form
the coding units having the tree structure by determining
coding units having an optimum shape and an optimum size
for each maximum coding unit, based on the size of the
maximum coding unit and the maximum depth determined
considering characteristics of the current picture. Also, since
encoding may be performed on each maximum coding unit
by using any one of various prediction modes and transfor-
mations, an optimum coding mode may be determined con-
sidering characteristics of the coding unit of various image
sizes.

Thus, if an image having high resolution or large data
amount is encoded in a conventional macroblock, a number of
macroblocks per picture excessively increases. Accordingly,
a number of pieces of compressed information generated for
each macroblock increases, and thus it is difficult to transmit
the compressed information and data compression efficiency
decreases. However, by using the video encoding apparatus
100, image compression efficiency may be increased since a
coding unit is adjusted while considering characteristics of an
image while increasing a maximum size of a coding unit
while considering a size of the image.

The output unit 130 may encode and output encoding infor-
mation indicating an encoding method used to encode a video
based on coding units having a tree structure and transforma-
tion units having a tree structure. The encoding information
may include information about various coding modes of cod-
ing units corresponding to a coded depth, and information
about the coded depth.

Definitions of various terms, such as a coding unit, a depth,
a prediction unit, a transformation unit, and information
about various coding modes, for various operations of the
video decoding apparatus 200 are identical to those described
with reference to the video encoding apparatus 100.

The receiver 210 receives a bitstream of an encoded video.
The receiver and extractor 220 parses the received bitstream.
The receiver and extractor 220 extracts encoded picture data
for each coding unit from the parsed bitstream, wherein the
coding units have a tree structure according to each maximum
coding unit, and outputs the extracted picture data to the
decoder 230. The receiver and extractor 220 may extract
information about a maximum size of a coding unit of a
current picture, from a header, an SPS, or a PPS about the
current picture.

Also, the receiver and extractor 220 may extract encoding
information about the coding units having a tree structure
according to each maximum coding unit, from the parsed
bitstream. Information about a coded depth and a coding
mode is extracted from the encoding information. The
extracted information about the coded depth and the coding
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mode is output to the decoder 230. In other words, the image
data in a bitstream may be split into the maximum coding unit
so that the decoder 230 may decode the image data for each
maximum coding unit.

The information about the coded depth and the coding
mode according to the maximum coding unit may be set for
information about at least one coding unit corresponding to
the coded depth, and information about a coding mode may
include information about a partition type of a corresponding
coding unit corresponding to the coded depth, about a predic-
tion mode, and a size of a transformation unit. For inter
prediction, information related to interpolation filtering for
interpolating sub-pel units may be extracted from the encod-
ing information according to a coded depth. Also, splitting
information according to depths may be extracted as the
information about the coded depth.

The information about the coded depth and the coding
mode according to each maximum coding unit extracted by
the receiver and extractor 220 is information about a coded
depth and a coding mode determined to generate a minimum
encoding error when an encoder, such as the video encoding
apparatus 100, repeatedly performs encoding for each deeper
coding unit according to depths according to each maximum
coding unit. Accordingly, the video decoding apparatus 200
may restore an image by decoding the image data according
to a coded depth and a coding mode that generates the mini-
mum encoding error.

Since encoding information about the coded depth and the
coding mode may be assigned to a predetermined data unit
from among a corresponding coding unit, a prediction unit,
and a minimum unit, the receiver and extractor 220 may
extract the information about the coded depth and the coding
mode according to the predetermined data units. The prede-
termined data units to which the same information about the
coded depth and the coding mode is assigned may be inferred
to be the data units included in the same maximum coding
unit.

The decoder 230 may determine at least one coded depth of
a current maximum coding unit by using split information
according to depths. If the split information represents that
image data is no longer split in the current depth, the current
depth is a coded depth. Accordingly, the decoder 230 may
decode encoded picture data of at least one coding unit cor-
responding to the each coded depth in the current maximum
coding unit by using the information about the partition type
of'the prediction unit, the prediction mode, and the size of the
transformation unit for each coding unit corresponding to the
coded depth, and output the image data of the current maxi-
mum coding unit.

In other words, data units containing the encoding infor-
mation including the same split information may be gathered
by observing the encoding information set assigned for the
predetermined data unit from among the coding unit, the
prediction unit, and the minimum unit, and the gathered data
units may be considered to be one data unit to be decoded by
the decoder 230 in the same coding mode.

The decoder 230 may restore the current picture by decod-
ing the encoded picture data in each maximum coding unit
based on the information about the coded depth and the cod-
ing mode according to the maximum coding units. The par-
tition type, the prediction mode, and the transformation unit
may be read as the coding mode for each coding unit from
among the coding units having the tree structure included in
each maximum coding unit. A decoding process may include
a prediction including intra prediction and motion compen-
sation, and an inverse transformation.
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The decoder 230 may perform intra prediction or motion
compensation according to a partition and a prediction mode
of each coding unit, based on the information about the par-
tition type and the prediction mode of the prediction unit of
the coding units having a tree structure.

Also, the decoder 230 may read the structure of transfor-
mation units having a tree structure and may perform inverse
transformation on each coding unit based on the transforma-
tion units.

The video decoding apparatus 200 may obtain information
about at least one coding unit that generates the minimum
encoding error when encoding is recursively performed for
each maximum coding unit, and may use the information to
decode the current picture. In other words, the coding units
having the tree structure determined to be the optimum cod-
ing units in each maximum coding unit may be decoded. Also,
the maximum size of coding unit is determined in consider-
ation of resolution and an amount of image data.

Accordingly, even if image data has high resolution and a
large amount of data, the image data may be efficiently
decoded and restored by using a size of a coding unit and a
coding mode, which are adaptively determined according to
characteristics of the image data, by using information about
an optimum coding mode received from an encoder.

FIG. 15 is a diagram for describing a concept of coding
units according to an exemplary embodiment.

A size of a coding unit may be expressed in widthxheight,
and may be 64x64, 32x32, 16x16, and 8x8. A coding unit of
64x64 may be splitinto partitions of 64x64, 64x32, 32x64, or
32x32, a coding unit of 32x32 may be split into partitions of
32x32,32x16, 16x32, or 16x16, a coding unit of 16x16 may
be split into partitions of 16x16, 16x8, 8x16, or 8x8, and a
coding unit of 8x8 may be split into partitions of 8x8, 8x4,
4x8, or 4x4.

In video data 310, a resolution is 1920x1080, a maximum
size of a coding unitis 64, and a maximum depth is 2. In video
data 320, a resolution is 1920x1080, a maximum size of a
coding unit is 64, and a maximum depth is 3. In video data
330, aresolution is 352x288, a maximum size of a coding unit
is 16, and a maximum depth is 1. The maximum depth shown
in FIG. 15 denotes a total number of splits from a maximum
coding unit to a minimum decoding unit.

Ifaresolution is high or a data amount is large, a maximum
size of a coding unit may be large so as to not only increase
encoding efficiency but also to accurately reflect characteris-
tics of an image. Accordingly, the maximum size of the cod-
ing unit of the video data 310 and 320 having the higher
resolution than the video data 330 may be 64.

Since the maximum depth of the video data 310 is 2, coding
units 315 of the video data 310 may include a maximum
coding unit having a long axis size of 64, and coding units
having long axis sizes 0 32 and 16 since depths are deepened
to two layers by splitting the maximum coding unit twice.
Meanwhile, since the maximum depth ofthe video data 330 is
1, coding units 335 of the video data 330 may include a
maximum coding unit having a long axis size of 16, and
coding units having a long axis size of 8 since depths are
deepened to one layer by splitting the maximum coding unit
once.

Since the maximum depth of the video data 320 is 3, coding
units 325 of the video data 320 may include a maximum
coding unit having a long axis size of 64, and coding units
having long axis sizes of 32, 16, and 8 since the depths are
deepened to 3 layers by splitting the maximum coding unit
three times. As a depth deepens, detailed information may be
precisely expressed.
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FIG. 16 is a block diagram of an image encoder 400 based
on coding units, according to an exemplary embodiment.

The image encoder 400 performs operations of the encoder
120 of the video encoding apparatus 100 to encode image
data. In other words, an intra predictor 410 performs intra
prediction on coding units in an intra mode, from among a
current frame 405, and a motion estimator 420 and a motion
compensator 425 performs inter estimation and motion com-
pensation on coding units in an inter mode from among the
current frame 405 by using the current frame 405, and a
reference frame 495.

In order to precisely perform motion estimation by using
reference pixels in sub-pel units, the motion estimator 420
and the motion compensator 425 may generate pixels in sub-
pel units by interpolating pixels in integer-pel units. An inter-
polation filter for generating pixels in sub-pel units may be the
interpolation filter described above in relation to FIGS. 1 and
13A.

Data output from the intra predictor 410, the motion esti-
mator 420, and the motion compensator 425 is output as a
quantized transformation coefficient through a transformer
430 and a quantizer 440. The quantized transformation coef-
ficient is restored as data in a spatial domain through an
inverse quantizer 460 and an inverse transformer 470, and the
restored data in the spatial domain is output as the reference
frame 495 after being post-processed through a deblocking
unit 480 and a loop filtering unit 490. The quantized transfor-
mation coefficient may be output as a bitstream 455 through
an entropy encoder 450.

In order for the image encoder 400 to be applied in the
video encoding apparatus 100, all elements of the image
encoder 400, i.e., the intra predictor 410, the motion estimator
420, the motion compensator 425, the transformer 430, the
quantizer 440, the entropy encoder 450, the inverse quantizer
460, the inverse transformer 470, the deblocking unit 480, and
the loop filtering unit 490, have to perform operations based
on each coding unit from among coding units having a tree
structure while considering the maximum depth of each
maximum coding unit.

Specifically, the intra predictor 410, the motion estimator
420, and the motion compensator 425 have to determine
partitions and a prediction mode of each coding unit from
among the coding units having a tree structure while consid-
ering the maximum size and the maximum depth of a current
maximum coding unit, and the transformer 430 has to deter-
mine the size of the transformation unit in each coding unit
from among the coding units having a tree structure.

FIG. 17 is a block diagram of an image decoder 500 based
on coding units, according to an exemplary embodiment.

A parser 510 parses encoded image data to be decoded and
information about encoding required for decoding from a
bitstream 505. The encoded image data is output as inversely
quantized data through an entropy decoder 520 and an inverse
quantizer 530, and the inversely quantized data is restored to
image data in a spatial domain through an inverse transformer
540.

An intra predictor 550 performs intra prediction on coding
units in an intra mode with respect to the image data in the
spatial domain, and a motion compensator 560 performs
motion compensation on coding units in an inter mode by
using a reference frame 585.

In order to precisely perform motion estimation by using
reference pixels in sub-pel units, the motion compensator 560
may generate pixels in sub-pel units by interpolating pixels in
integer-pel units. An interpolation filter for generating pixels
in sub-pel units may be the interpolation filter described
above in relation to FIGS. 2 and 13B.
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The image data in the spatial domain, which passed
through the intra predictor 550 and the motion compensator
560, may be output as a restored frame 595 after being post-
processed through a deblocking unit (also referred to herein
as a “deblocker”) 570 and a loop filtering unit (also referred to
herein as a “loop filter”) 580. Also, the image data that is
post-processed through the deblocking unit 570 and the loop
filtering unit 580 may be output as the reference frame 585.

In order to decode the image data in the decoder 230 of the
video decoding apparatus 200, the image decoder 500 may
perform operations that are performed after the parser 510.

In order for the image decoder 500 to be applied in the
video decoding apparatus 200, all elements of the image
decoder 500, i.e., the parser 510, the entropy decoder 520, the
inverse quantizer 530, the inverse transformer 540, the intra
predictor 550, the motion compensator 560, the deblocking
unit 570, and the loop filtering unit 580, have to perform
operations based on coding units having a tree structure for
each maximum coding unit.

Specifically, the intra predictor 550 and the motion com-
pensator 560 have to determine partitions and a prediction
mode for each of the coding units having a tree structure, and
the inverse transformer 540 has to determine a size of a
transformation unit for each coding unit.

FIG. 18 is a diagram illustrating deeper coding units
according to depths, and partitions, according to an exem-
plary embodiment.

The video encoding apparatus 100 and the video decoding
apparatus 200 use hierarchical coding units so as to consider
characteristics of an image. A maximum height, a maximum
width, and a maximum depth of coding units may be adap-
tively determined according to the characteristics of the
image, or may be differently set by a user. Sizes of deeper
coding units according to depths may be determined accord-
ing to the predetermined maximum size of the coding unit.

In a hierarchical structure 600 of coding units, according to
an exemplary embodiment, the maximum height and the
maximum width of the coding units are each 64, and the
maximum depthis 4. In this case, the maximum depth denotes
the total number of times splitting is performed from a maxi-
mum coding unit to a minimum coding unit. Since a depth
deepens along a vertical axis of the hierarchical structure 600,
a height and a width of the deeper coding unit are each split.
Also, a prediction unit and partitions, which are bases for
prediction encoding of each deeper coding unit, are shown
along a horizontal axis of the hierarchical structure 600.

In other words, a coding unit 610 is a maximum coding unit
in the hierarchical structure 600, wherein a depth is 0 and a
size, i.e., a height by width, is 64x64. The depth deepens
along the vertical axis, and a coding unit 620 having a size of
32x32 and a depth of 1, a coding unit 630 having a size of
16x16 and a depth of 2, and a coding unit 640 having a size of
8x8 and a depth of 3. The coding unit 640 having the size of
8x8 and the depth of 3 is a minimum coding unit.

The prediction unit and the partitions of a coding unit are
arranged along the horizontal axis according to each depth. In
other words, if the coding unit 610 having the size of 64x64
and the depth of 0 is a prediction unit, the prediction unit may
be split into partitions included in the coding unit 610, i.e. a
partition 610 having a size of 64x64, partitions 612 having the
size of 64x32, partitions 614 having the size of 32x64, or
partitions 616 having the size of 32x32.

Similarly, a prediction unit of the coding unit 620 having
the size of 32x32 and the depth of 1 may be split into parti-
tions included in the coding unit 620, i.e. a partition 620
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having a size 03232, partitions 622 having a size 0f 32x16,
partitions 624 having a size of 16x32, or partitions 626 having
a size of 16x16.

Similarly, a prediction unit of the coding unit 630 having
the size of 16x16 and the depth of 2 may be split into parti-
tions included in the coding unit 630, i.e. a partition having a
size of 16x16, partitions 632 having a size of 16x8, partitions
634 having a size of 8x16, or partitions 636 having a size of
8x8.

Similarly, a prediction unit of the coding unit 640 having
the size of 8x8 and the depth of 3 may be split into partitions
included in the coding unit 640, i.e. a partition having a size of
8x8, partitions 642 having a size of 8x4, partitions 644 having
a size of 4x8, or partitions 646 having a size of 4x4.

In order to determine the at least one coded depth of the
coding units constituting the maximum coding unit 610, the
encoder 120 of the video encoding apparatus 100 performs
encoding for coding units corresponding to each depth
included in the maximum coding unit 610.

A number of deeper coding units according to depths
including data in the same range and the same size increases
as the depth deepens. For example, four coding units corre-
sponding to a depth of 2 are required to cover data that is
included in one coding unit corresponding to a depth of 1.
Accordingly, in order to compare encoding results of the
same data according to depths, the coding unit corresponding
to the depth of 1 and four coding units corresponding to the
depth of 2 are each encoded.

In order to perform encoding for a current depth from
among the depths, a least encoding error may be selected for
the current depth by performing encoding for each prediction
unit in the coding units corresponding to the current depth,
along the horizontal axis of the hierarchical structure 600.
Alternatively, the minimum encoding error may be searched
for by comparing the least encoding errors according to
depths, by performing encoding for each depth as the depth
deepens along the vertical axis of the hierarchical structure
600. A depth and a partition having the minimum encoding
error in the coding unit 610 may be selected as the coded
depth and a partition type of the coding unit 610.

FIG. 19 is a diagram for describing a relationship between
a coding unit 710 and transformation units 720, according to
an exemplary embodiment.

The video encoding apparatus 100 or the video decoding
apparatus 200 encodes or decodes an image according to
coding units having sizes smaller than or equal to a maximum
coding unit for each maximum coding unit. Sizes of transfor-
mation units for transformation during encoding may be
selected based on data units that are not larger than a corre-
sponding coding unit.

For example, in the video encoding apparatus 100 or the
video decoding apparatus 200, if a size of the coding unit 710
is 64x64, transformation may be performed by using the
transformation units 720 having a size of 32x32.

Also, data of the coding unit 710 having the size of 64x64
may be encoded by performing the transformation on each of
the transformation units having the size of 32x32, 16x16,
8x8, and 4x4, which are smaller than 64x64, and then a
transformation unit having the least coding error may be
selected.

FIG. 20 is a diagram for describing encoding information
of coding units corresponding to a coded depth, according to
an exemplary embodiment.

The output unit 130 of the video encoding apparatus 100
may encode and transmit information 800 about a partition
type, information 810 about a prediction mode, and informa-
tion 820 about a size of a transformation unit for each coding
unit corresponding to a coded depth, as information about a
coding mode.
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The information 800 represents information about a shape
of a partition obtained by splitting a prediction unit of a
current coding unit, wherein the partition is a data unit for
prediction encoding the current coding unit. For example, a
current coding unit CU_0 having a size of 2Nx2N may be
split into any one of a partition 802 having a size of 2Nx2N,
a partition 804 having a size of 2NxN, a partition 806 having
a size of Nx2N, and a partition 808 having a size of NxN.
Here, the information 800 about a partition type is set to
indicate one of the partition 804 having a size of 2NxN, the
partition 806 having a size of Nx2N;, and the partition 808
having a size of NxN

The information 810 represents a prediction mode of each
partition. For example, the information 810 may indicate a
mode of prediction encoding performed on a partition repre-
sented by the information 800, i.e., an intra mode 812, an inter
mode 814, or a skip mode 816.

The information 820 represents a transformation unit to be
based on when transformation is performed on a current
coding unit. For example, the transformation unit may be a
first intra transformation unit 822, a second intra transforma-
tion unit 824, a first inter transformation unit 826, or a second
inter transformation unit 828.

The receiver and extractor 220 of the video decoding appa-
ratus 200 may extract and use the information 800, 810, and
820 for decoding, according to each deeper coding unit

FIG. 21 is a diagram of deeper coding units according to
depths, according to an exemplary embodiment.

Split information may be used to indicate a change of a
depth. The spilt information represents whether a coding unit
of'a current depth is split into coding units of a lower depth.

A prediction unit 910 for prediction encoding a coding unit
900 having a depth of 0 and a size of 2N_0x2N_0 may include
partitions of a partition type 912 having a size of 2N_0x
2N_0, a partition type 914 having a size of 2N_OxN_0, a
partition type 916 having a size of N_0x2N_0, and a partition
type 918 having a size of N_OxN_0. FIG. 21 only illustrates
the partition types 912 through 918 which are obtained by
symmetrically splitting the prediction unit 910, but a partition
type is not limited thereto, and the partitions of the prediction
unit 910 may include asymmetric partitions, partitions having
a predetermined shape, and partitions having a geometrical
shape.

Prediction encoding is repeatedly performed on one parti-
tion having a size of 2N_O0x2N_0, two partitions having a size
of 2N_O0xN_0, two partitions having a size of N_0x2N_0, and
four partitions having a size of N_OxN_0, according to each
partition type. The prediction encoding in an intra mode and
an inter mode may be performed on the partitions having the
sizes of 2N_0Ox2N_0, N_Ox2N_0, 2N_O0xN_0, and N_0x
N_O. The prediction encoding in a skip mode is performed
only on the partition having the size of 2N_0x2N_0.

Errors of encoding including the prediction encoding in the
partition types 912 through 918 are compared, and the least
encoding error is determined among the partition types. If an
encoding error is smallest in one of the partition types 912
through 916, the prediction unit 910 may not be split into a
lower depth.

If the encoding error is the smallest in the partition type
918, a depth is changed from 0 to 1 to split the partition type
918 in operation 920, and encoding is repeatedly performed
on coding units 930 having a depth of 2 and a size of N_0x
N_0 to search for a minimum encoding error.

A prediction unit 940 for prediction encoding the coding
unit930 having a depth of 1 and asize of 2N_1x2N_1 (=N_0x
N_0) may include partitions of a partition type 942 having a
size of 2N_1x2N_1, a partition type 944 having a size of
2N_1xN_1, a partition type 946 having a size of N_I1x2N_1,
and a partition type 948 having a size of N_1xN_1.
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Ifan encoding error is the smallest in the partition type 948,
adepth is changed from 1 to 2 to split the partition type 948 in
operation 950, and encoding is repeatedly performed on cod-
ing units 960, which have a depth of 2 and a size of N_2xN_2
to search for a minimum encoding error.

When a maximum depth is d, deeper coding units accord-
ing to depths may be assigned up to when a depth becomes
d-1, and split information may be encoded as up to when a
depth is one of 0 to d-2. In other words, when encoding is
performed up to when the depth is d-1 after a coding unit
corresponding to a depth of d-2 is split in operation 970, a
prediction unit 990 for prediction encoding a coding unit 980
having a depth of d-1 and a size of 2N_(d-1)x2N_(d-1) may
include partitions of a partition type 992 having a size of
2N_(d-1)x2N_(d-1), a partition type 994 having a size of
2N_(d-1)xN_(d-1), a partition type 996 having a size of
N__ . Dx2N_(d-1), and a partition type 998 having a size of
N_(d-1)xN_(d-1).

Prediction encoding may be repeatedly performed on one
partition having a size of 2N_(d-1)x2N_(d-1), two partitions
having a size of 2N_(d-1)xN_(d-1), two partitions having a
size of N_(d-1)x2N_(d-1), four partitions having a size of
2N_(d-1)x2N_(d-1) from among the partition types 992
through 998 so as to search for a partition type having a
minimum encoding error.

Even when the partition type 998 has the minimum encod-
ing error, since a maximum depth is d, a coding unit CU_(d-1)
having a depth of d-1 is no longer split to a lower depth, and
a coded depth for the coding units constituting a current
maximum coding unit 900 is determined to be d-1 and a
partition type of the current maximum coding unit 900 may be
determined to be N_(d-1)xN_(d-1). Also, since the maximum
depthis d and a minimum coding unit 980 having a lowermost
depth of'd-1 is no longer split to a lower depth, split informa-
tion for the minimum coding unit 980 is not set.

A data unit 999 may be a ‘minimum unit’ for the current
maximum coding unit. A minimum unit according to an
exemplary embodiment may be a rectangular data unit
obtained by splitting a minimum coding unit 980 by 4. By
performing the encoding repeatedly, the video encoding
apparatus 100 may select a depth having the least encoding
error by comparing encoding errors according to depths of the
coding unit 900 to determine a coded depth, and set a corre-
sponding partition type and a prediction mode as a coding
mode of the coded depth.

As such, the minimum encoding errors according to depths
are compared in all of the depths of 1 through d, and a depth
having the least encoding error may be determined as a coded
depth. The coded depth, the partition type of the prediction
unit, and the prediction mode may be encoded and transmit-
ted as information about a coding mode. Also, since a coding
unit is split from a depth of 0 to a coded depth, only split
information of the coded depth is set to 0, and split informa-
tion of depths excluding the coded depth is set to 1.
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The receiver and extractor 220 of the video decoding appa-
ratus 200 may extract and use the information about the coded
depth and the prediction unit of the coding unit 900 to decode
the partition 912. The video decoding apparatus 200 may
determine a depth, in which split information is 0, as a coded
depth by using split information according to depths, and use
information about a coding mode of the corresponding depth
for decoding.

FIGS. 22, 23, and 24 are diagrams for describing a rela-
tionship between coding units 1010, prediction units 1060,
and transformation units 1070, according to an exemplary
embodiment.

The coding units 1010 are coding units having a tree struc-
ture, corresponding to coded depths determined by the video
encoding apparatus 100, in a maximum coding unit. The
prediction units 1060 are partitions of prediction units of each
of the coding units 1010, and the transformation units 1070
are transformation units of each of the coding units 1010.

When a depth of a maximum coding unit is 0 in the coding
units 1010, depths of coding units 1012 and 1054 are 1, depths
of'coding units 1014,1016,1018, 1028, 1050, and 1052 are 2,
depths of coding units 1020, 1022, 1024, 1026, 1030, 1032,
and 1048 are 3, and depths of coding units 1040, 1042, 1044,
and 1046 are 4.

Inthe prediction units 1060, some coding units 1014, 1016,
1022, 1032, 1048, 1050, 1052, and 1054 are obtained by
splitting the coding units in the coding units 1010. In other
words, partition types in the coding units 1014, 1022, 1050,
and 1054 have a size of 2NxN, partition types in the coding
units 1016, 1048, and 1052 have a size of Nx2N, and a
partition type of the coding unit 1032 has a size of NxN.
Prediction units and partitions of the coding units 1010 are
smaller than or equal to each coding unit.

Transformation or inverse transformation is performed on
image data of the coding unit 1052 in the transformation units
1070 in a data unit that is smaller than the coding unit 1052.
Also, the coding units 1014, 1016, 1022, 1032, 1048, 1050,
and 1052 in the transformation units 1070 are different from
those in the prediction units 1060 in terms of sizes and shapes.
In other words, the video encoding and decoding apparatuses
100 and 200 may perform intra prediction, motion estimation,
motion compensation, transformation, and inverse transfor-
mation individually on a data unit in the same coding unit.

Accordingly, encoding is recursively performed on each of
coding units having a hierarchical structure in each region of
amaximum coding unit to determine an optimum coding unit,
and thus coding units having a recursive tree structure may be
obtained. Encoding information may include split informa-
tion about a coding unit, information about a partition type,
information about a prediction mode, and information about
a size of a transformation unit. Table 1 shows the encoding
information that may be set by the video encoding and decod-
ing apparatuses 100 and 200.

TABLE 1

Split Information 0

(Encoding on Coding Unit having Size of 2N x 2N and Current Depth of d)

Size of Transformation Unit

Split Split
Partition Type Information 0  Information 1
Symmetric of of
Prediction Partition ~ Asymmetric Transformation Transformation Split
Mode Type Partition Type  Unit Unit Information 1
Intra 2Nx 2N  2NxnU 2N x 2N NxN Repeatedly
Inter 2Nx N 2N x nD (Symmetric Encode
Skip (Only Nx 2N nLx2N Partition Type) Coding Units



US 9,313,522 B2

47
TABLE 1-continued

48

Split Information 0
(Encoding on Coding Unit having Size of 2N x 2N and Current Depth of d)

Size of Transformation Unit

Split Split
Partition Type Information 0  Information 1
Symmetric of of

Prediction Partition  Asymmetric Transformation Transformation Split

Mode Type Partition Type  Unit Unit Information 1

2N x 2N) NxN nR x 2N N/2 x N/2 having Lower
(Asymmetric ~ Depth of
Partition Type) d+1

The output unit 130 of the video encoding apparatus 100
may output the encoding information about the coding units
having a tree structure, and the receiver and extractor 220 of
the video decoding apparatus 200 may extract the encoding
information about the coding units having a tree structure
from a received bitstream.

Split information represents whether a current coding unit
is split into coding units of a lower depth. If split information
of a current depth d is 0, a depth, in which a current coding
unit is no longer split into a lower depth, is a coded depth, and
thus information about a partition type, prediction mode, and
a size of a transformation unit may be defined for the coded
depth. If the current coding unit is further split according to
the split information, encoding is independently performed
on four split coding units of a lower depth.

A prediction mode may be one of an intra mode, an inter
mode, and a skip mode. The intra mode and the inter mode
may be defined in all partition types, and the skip mode is
defined only in a partition type having a size of 2Nx2N.

The information about the partition type may indicate sym-
metric partition types having sizes of 2Nx2N, 2NxN, Nx2N,
and NxN, which are obtained by symmetrically splitting a
height or a width of a prediction unit, and asymmetric parti-
tion types having sizes of 2NxnU, 2NxnD, nl.x2N, and
nRx2N, which are obtained by asymmetrically splitting the
height or width of the prediction unit. The asymmetric parti-
tion types having the sizes of 2NxnU and 2NxnD may be
respectively obtained by splitting the height of the prediction
unitin 1:3 and 3:1, and the asymmetric partition types having
the sizes of nL.x2N and nRx2N may be respectively obtained
by splitting the width of the prediction unit in 1:3 and 3:1

The size of the transformation unit may be set to be two
types in the intra mode and two types in the inter mode. In
other words, if split information of the transformation unit is
0, the size of the transformation unit may be 2Nx2N, which is
the size of the current coding unit. If split information of the
transformation unit is 1, the transformation units may be
obtained by splitting the current coding unit. Also, if a parti-
tion type of the current coding unit having the size of 2Nx2N
is a symmetric partition type, a size of a transformation unit
may be NxN, and if the partition type of the current coding
unit is an asymmetric partition type, the size of the transfor-
mation unit may be N/2xN/2.

The encoding information about coding units having a tree
structure may include at least one of a coding unit correspond-
ing to a coded depth, a prediction unit, and a minimum unit.
The coding unit corresponding to the coded depth may
include at least one of a prediction unit and a minimum unit
containing the same encoding information.
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Accordingly, it is determined whether adjacent data units
are included in the same coding unit corresponding to the
coded depth by comparing encoding information of the adja-
cent data units. Also, a corresponding coding unit corre-
sponding to a coded depth is determined by using encoding
information of a data unit, and thus a distribution of coded
depths in a maximum coding unit may be determined.

Accordingly, if a current coding unit is predicted based on
encoding information of adjacent data units, encoding infor-
mation of data units in deeper coding units adjacent to the
current coding unit may be directly referred to and used.

Alternatively, if a current coding unit is predicted based on
encoding information of adjacent data units, data units adja-
cent to the current coding unit are searched using encoded
information of the data units, and the searched adjacent cod-
ing units may be referred to for predicting the current coding
unit.

FIG. 25 is a diagram for describing a relationship between
a coding unit, a prediction unit or a partition, and a transfor-
mation unit, according to coding mode information of Table
1.

A maximum coding unit 1300 includes coding units 1302,
1304, 1306, 1312, 1314, 1316, and 1318 of coded depths.
Here, since the coding unit 1318 is a coding unit of a coded
depth, split information may be set to 0. Information about a
partition type of the coding unit 1318 having a size of 2Nx2N
may be set to be one of a partition type 1322 having a size of
2Nx2N, a partition type 1324 having a size of 2NxN, a
partition type 1326 having a size of Nx2N, a partition type
1328 having a size of NxN, a partition type 1332 having a size
of 2NxnU, a partition type 1334 having a size of 2NxnD, a
partition type 1336 having a size of n[.x2N, and a partition
type 1338 having a size of nRx2N.

Split information (TU size flag) of a transformation unit is
a sort of a transformation index, and the size of a transforma-
tion unit corresponding to the transformation index may vary
according to a prediction unit type or a partition type of a
coding unit.

For example, when the partition type is set to be symmetric,
i.e. the partition type 1322, 1324, 1326, or 1328, a transfor-
mation unit 1342 having a size of 2Nx2N is set if a TU size
flag is 0, and a transformation unit 1344 having a size of NxN
is set ifa TU size flag is 1.

When the partition type is set to be asymmetric, i.e., the
partition type 1332, 1334, 1336, or 1338, a transformation
unit 1352 having a size of 2Nx2N is set if a TU size flag is 0,
and a transformation unit 1354 having a size of N/2xN/2 is set
if a TU size flag is 1.

Referring to FIG. 21, the TU size flag is a flag having a
value or O or 1, but the TU size flag is not limited to 1 bit, and
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atransformation unit may be hierarchically split having a tree
structure while the TU size flag increases from 0. The TU size
flag may be used as an example of a transformation index.

In this case, the size of a transformation unit that has been
actually used may be expressed by using a TU size flag of a
transformation unit, according to an embodiment of the
present invention, together with a maximum size and mini-
mum size of the transformation unit. According to an exem-
plary embodiment, the video encoding apparatus 100 is
capable of encoding maximum transformation unit size infor-
mation, minimum transformation unit size information, and a
maximum TU size flag. The encoding result of the maximum
transformation unit size information, the minimum transfor-
mation unit size information, and the maximum TU size flag
may be inserted into an SPS. According to an embodiment of
the present invention, the video decoding apparatus 200 may
decode video by using the maximum transformation unit size
information, the minimum transformation unit size informa-
tion, and the maximum TU size flag.

For example, (a) if the size of a current coding unit is 64x64
and a maximum transformation unit size is 32x32, then (a-1)
the size of a transformation unit may be 32x32 when a TU size
flag is 0, (a-2) may be 16x16 when the TU size flag is 1, and
(a-3) may be 8x8 when the TU size flag is 2.

As another example, (b) if the size of the current coding
unit is 32x32 and a minimum transformation unit size is
32x32, then (b-1) the size of the transformation unit may be
32x32 when the TU size flag is 0. Here, the TU size flag
cannot be set to a value other than 0, since the size of the
transformation unit cannot be less than 32x32.

As another example, (c) if the size of the current coding
unit is 64x64 and a maximum TU size flag is 1, then the TU
size flag may be O or 1. Here, the TU size flag cannot be set to
a value other than O or 1.

Thus, if it is defined that the maximum TU size flag is
‘MaxTransformSizelndex’, a minimum transformation unit
size is ‘MinTransformSize’, and a root transformation unit
size is ‘RootTuSize’ when the TU size flag is 0, then a current
minimum transformation unit size ‘CurrMinTuSize’ that can
be determined in a current coding unit, may be defined by
Equation (1):

CurrMinTuSize=max(MinTransformSize, Root-

TuSize/(2"MaxTransformSizeIndex)) (€8]

Compared to the current minimum transformation unit size
‘CurrMinTuSize’ that can be determined in the current coding
unit, the root transformation unit size ‘RootTuSize’ may
denote a maximum transformation unit size that may be
selected in the system. In Equation (1), ‘RootTuSize/(2"Max-
TransformSizelndex)’ denotes a transformation unit size
when the root transformation unit size ‘RootTuSize’ is split a
number oftimes corresponding to the maximum TU size flag,
and ‘MinTransformSize’ denotes a minimum transformation
size. Thus, a smaller value from among ‘RootTuSize/(2"Max-
TransformSizelndex)’ and ‘MinTransformSize’ may be the
current minimum transformation unit size ‘CurrMinTuSize’
that may be determined in the current coding unit.

According to an exemplary embodiment, the root transfor-
mation unit size ‘RootTuSize’ may vary according to the type
of a prediction mode.

For example, if a current prediction mode is an inter mode,
then ‘RootTuSize’ may be determined by using Equation (2)
below. In Equation (2), ‘MaxTransformSize’ denotes a maxi-
mum transformation unit size, and ‘PUSize’ denotes a current
prediction unit size.

RootTuSize=min(MaxTransformSize, PUSize)
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Thatis, if the current prediction mode is the inter mode, the
root transformation unit size ‘RootTuSize’ when the TU size
flag is 0 may be a smaller value from among the maximum
transformation unit size and the current prediction unit size.

If a prediction mode of a current partition unit is an intra
mode, ‘RootTuSize’ may be determined by using Equation
(3) below. In Equation (3), ‘PartitionSize’ denotes the size of
the current partition unit.

RootTuSize=min(MaxTransformSize, PartitionSize)

3

Thatis, if the current prediction mode is the intra mode, the
root transformation unit size ‘RootTuSize’ may be a smaller
value from among the maximum transformation unit size and
the size of the current partition unit.

However, the current maximum transformation unit size
that varies according to the type of a prediction mode in a
partition unit, the root transformation unit size ‘RootTuSize’,
is just an example and the present invention is not limited
thereto.

FIG. 26 is a flowchart of a video encoding method using an
interpolation filter based on coding units having a tree struc-
ture, according to an exemplary embodiment.

In operation 2610, in order to encode a current picture of an
input video, the current picture is split into at least one maxi-
mum coding unit. Each of at least one split region, which is
obtained by splitting a region of each maximum coding unit
according to depths, may be encoded. In order to encode each
split region according to depths, transformation and quanti-
zation are performed on an inter prediction result based on
sub-pel-unit interpolation, and intra prediction.

Here, a split depth for outputting a final encoding result
according to the at least one split region may be determined
by comparing results of encoding split regions according to
depths, and coding units included in a current maximum
coding unit and having a tree structure may be determined.
Like the coding units having a tree structure, transformation
units having a tree structure may be determined. In other
words, as an encoding result of a picture, like the determined
coding units having a tree structure, an encoding result of the
transformation units having a tree structure may be output as
encoded data of the picture.

Inter prediction may be performed on each prediction unit
or partition of the coding unit. Motion of a current prediction
unit or partition may be predicted with reference to pixels
generated by performing sub-pel-unit interpolation. From
among interpolation filters for generating a sub-pel-unit pixel
value, an interpolation filter is differently selected based on a
sub-pel-unit interpolation location. In order to efficiently per-
form image interpolation, interpolation filter coefficients may
be selectively determined. The interpolation filter may be
selected as a symmetric or asymmetric interpolation filter
according to an interpolation location. The interpolation filter
may be an odd- or even-number-tap interpolation filter.

From among interpolation filter coefficients previously
stored in memory, a desired interpolation filter may be
selected according to a sub-pel-unit interpolation location, a
smoothness, the number of filter taps, a bit depth, a scaling
ratio, a basis function of interpolation filtering based on trans-
formation, a window filter size, and a color component, and
interpolation may be performed to generate the sub-pel-unit
pixel value.

In operation 2620, image data obtained as the final encod-
ing result according to the at least one split region of each
maximum coding unit, and information about the coded depth
and the coding mode are output as a bitstream.

The information about the coding mode may include infor-
mation about the coded depth or split information, informa-
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tion about a partition type of a prediction unit, information
about a prediction mode, and information about a tree struc-
ture of transformation units. The encoding information may
include information about an interpolation filter used to per-
form sub-pel-unit prediction encoding. The encoded infor-
mation about the coding mode may be transmitted to a decod-
ing apparatus together with the encoded image data.

FIG. 27 is a flowchart of a video decoding method using an
interpolation filter based on coding units having a tree struc-
ture, according to an exemplary embodiment.

In operation 2710, a bitstream of an encoded video is
received and parsed.

In operation 2720, encoded image data of a current picture
assigned to a maximum coding unit, and information about a
coded depth and a coding mode according to maximum cod-
ing units are extracted from the parsed bitstream. Information
about an interpolation filter required to perform sub-pel-unit
motion compensation may be extracted from the encoding
information.

Information about the coded depth and the coding mode
may be extracted from the encoding information. According
to the information about the coded depth and the coding
mode, a maximum coding unit may be split into coding units
having a tree structure. Also, according to information about
a tree structure of transformation units included in the
extracted information, transformation units having a tree
structure according to transformation depths in the coding
units may be determined.

In operation 2730, by using the information about the
coded depth and the coding mode according to each maxi-
mum coding unit, image data of each maximum coding unit
may be decoded based on the coding units having a tree
structure, prediction units, and the transformation units hav-
ing a tree structure. Since a current coding unit is decoded
based on the information about the coded depth and the cod-
ing mode, a current coding unit may be inversely transformed
by using a transformation unit determined from among the
transformation units having a tree structure.

Encoded picture data may be decoded by performing vari-
ous decoding operations such as motion compensation and
intra prediction on each prediction unit or partition of the
coding unit based on the coding mode.

Specifically, if encoded residual data and reference data are
extracted based on pixels interpolated in a sub-pel unit,
motion compensation on a current prediction unit or a current
partition may be performed based on the pixels interpolated in
sub-pel units. From among interpolation filters for generating
a sub-pel-unit pixel value, an interpolation filter may be dif-
ferently selected based on a sub-pel-unit interpolation loca-
tion. The interpolation filter may be selected as a symmetric
or asymmetric interpolation filter according to an interpola-
tion location. The interpolation filter may be an odd- or even-
number-tap interpolation filter.

In order to efficiently perform image interpolation, inter-
polation filter coefficients may be selectively determined.
From among interpolation filter coefficients previously
stored in memory, a desired interpolation filter may be
selected according to a sub-pel-unit interpolation location, a
smoothness, the number of filter taps, a bit depth, a scaling
ratio, a basis function of interpolation filtering based on trans-
formation, a window filter size, and a color component, and
interpolation may be performed to generate the sub-pel-unit
pixel value.

A reference picture and a reference region are determined
by using the reference data, and the sub-pel-unit pixel value
may be generated by performing interpolation filtering on
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two or more integer-pel-unit reference pixels of the reference
picture. Motion compensation may be performed on the cur-
rent prediction unit or the current partition by combining the
generated sub-pel-unit pixel value and the residual data, and
thus prediction decoding may be performed.

Because each maximum coding unit is decoded, image
data in a spatial domain may be restored, and a picture and a
video that includes a picture sequence may be restored. The
restored video may be reproduced by a reproduction appara-
tus, may be stored in a storage medium, or may be transmitted
in a network.

The exemplary embodiments may be written as computer
programs and may be implemented in general-use digital
computers that execute the programs using a transitory or
non-transitory computer readable recording medium.
Examples of the non-transitory computer readable recording
medium include magnetic storage media (e.g., ROM, floppy
disks, hard disks, etc.) and optical recording media (e.g.,
CD-ROMs, or DVDs).

While the present inventive concept has been particularly
shown and described with reference to exemplary embodi-
ments thereof, it will be understood by those of ordinary skill
in the art that various changes in form and details may be
made therein without departing from the spirit and scope of
the present inventive concept as defined by the appended
claims. The exemplary embodiments should be considered in
a descriptive sense only and not for purposes of limitation.
Therefore, the scope of the present inventive concept is
defined not by the detailed description but by the appended
claims, and all differences within the scope will be construed
as being included in the present inventive concept.

What is claimed is:

1. An apparatus for motion compensation, the apparatus
comprising:

a luma interpolation filtering unit which is configured for
determining, in a luma reference picture, a luma refer-
ence block for prediction of a current block, by using a
luma motion vector of the current block, and generating
a luma sample of a Y4-pixel location or a ¥4-pixel loca-
tion included in the luma reference block by applying a
7-tap filter to luma samples of an integer pixel location
of the luma reference picture; and

a chroma interpolation filtering unit which is configured
for determining, in a chroma reference picture, a chroma
reference block for prediction of the current block, by
using a chroma motion vector of the current block, and
generating a chroma sample of a %-pixel location or a
44-pixel location included in the chroma reference block
by applying a 4-tap filter to chroma samples of an integer
pixel location of the chroma reference picture,

wherein the 7-tap filter comprises seven filter coefficients,

the 4-tap filter comprises four filter coefficients, and

filter coefficients of the 7-tap filter for generating the luma
sample of the Y4-pixel location are arranged in reverse
order against filter coefficients of the 7-tap filter for
generating the luma sample of the ¥4-pixel location.

2. The apparatus of claim 1, wherein the luma interpolation
filtering unit is configured for scaling the luma sample gen-
erated by applying the 7-tap filter by using a luma scaling
factor so that a sum of coefficients of the 7-tap filter is 1.

3. The apparatus of claim 1, wherein the chroma interpo-
lation filtering unit is configured for scaling the chroma
sample generated by applying the 4-tap filter by using a
chroma scaling factor so that a sum of coefficients of the 4-tap
filter is 1.



